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Enclosures - Electrical

2347

2347

FIRST NUMBER - Degrees of Protection
The first digit of the IP code indicates the degree that persons are protected against contact
with moving parts (other than smooth rotating shafts, etc.) and the degree that equipment
is protected against solid foreign bodies intruding into an enclosure. 
Protection against solids
IP 0 no protection
1 protected against solid objects up to 50 mm (e.g. accidental touch by hands)
2 protected against solid objects up to 12mm (e.g. fingers)
3 protected against solid objects over 2.5mm (tools and small wires)
4 protected against solid objects over 1mm (tools and small wires)
5 protected against dust - limited ingress permitted (no harmful deposit)
6 totally protected against dust

ABS Polystyrene
(PS)

Polycarbonate
(PC)

Polyester
(GRP)

Aluminium
(Diecast)

Steel
(Painted)

Outdoor Use Ì ÌÌ ÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌ ÌÌÌ

Ease of machining ÌÌÌÌÌ ÌÌÌ ÌÌÌÌÌ ÌÌ ÌÌ ÌÌ

Temperature Range ÌÌÌ ÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌ ÌÌÌÌ

Light weight ÌÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌÌ ÌÌÌ ÌÌ Ì

High Rigidity Ì Ì ÌÌÌ ÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌ

Impact Resistant ÌÌÌ ÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ

Chemical Reistance

Ó Salt Water ÌÌ ÌÌ ÌÌÌÌÌ ÌÌÌÌÌ If Coated ÌÌ

Ó Acid (mild) ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌ ÌÌ

Ó Alkali (mild) ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌÌ Ì ÌÌ

Ó Hydraulic Oil Ì Ì ÌÌÌ ÌÌÌÌÌÌ ÌÌÌÌÌ ÌÌ

Ó Petroleum ÌÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌÌ ÌÌÌÌÌ ÌÌ

Ó Alcohol ÌÌÌ ÌÌÌ ÌÌÌÌ ÌÌÌÌ ÌÌÌÌÌ ÌÌ

Ó Solvents Ì Ì Ì ÌÌÌÌ ÌÌÌÌÌ ÌÌ

Ó Coolants ÌÌÌÌ ÌÌÌÌÌ ÌÌÌ ÌÌÌÌÌ ÌÌÌ ÌÌ

This table represents only standard values and is designed as a guide.
Appropriate preliminary tests are therefore recommended.

No responsibility can be accepted for the accuracy of the specifications.

Key
ÌÌÌÌÌ = Excellent

Ì = Poor

Industrial Enclosures

448025

Page Page

SECOND NUMBER - Degrees of Protection
The second digit indicates the degree of protection of the equipment inside the enclosure
against the harmful entry of various forms of moisture (e.g. dripping, spraying, submer-
sion, etc.) 
Protection against liquids
IP 0 no protection
1 protected against vertically falling drops of water
2 protected against direct sprays of water up to 15° from the vertical
3 protected against sprays up to 60° from the vertical
4 protected against water sprayed from all directions - limited ingress permitted
5 protected against low pressure jets of water from all directions - limited ingress permit-
ted
6 protected against strong jets of water - limited ingress permitted
7 protected against the effects of immersion between 15cm and 1m
8 protection against long periods of immersion under pressure

Enclosures - Electrical

External Dimensions PCB Price Each

Type H W D Guide Slots Order Code 1+ 10+ 25+

ABS
ET205F 37 50 52 No 117-7066●

ET206F 37 50 65 No 121-7464●

ET207F 57 60 82 Yes 121-7465●

ET208F 38 98 64 No 121-7466●

ET213F 37 120 122 No 121-7467●

ET214F 57 120 200 Yes 121-7468●

ET215F 57 80 120 No 121-7469●

ET217F 57 120 122 No 117-7067●

ET220F 57 80 160 No 121-7470●

ET221F 77 120 200 Yes 121-7472●

ET223F 77 150 200 No 117-7070●

ET231F 87 80 160 Yes 117-7068●

ET236F 80 80 240 Yes 126-2019●

ET238F 92 120 160 Yes 117-7069●

ET239F 57 160 250 Yes 121-7474●

ET240F 92 160 250 Yes 121-7475●

ET247F 120 160 300 Yes 121-7476●

THIRD NUMBER
Protection against mechanical impacts (commonly omitted)
IP 0 No protection. 
1 Protects against impact of 0.225 joule (e.g. 150g weight falling from 15cm height). 
2 Protected against impact of 0.375 joule (e.g. 250g weight falling from 15cm height). 
3 Protected against impact of 0.5 joule (e.g. 250g weight falling from 20cm height). 
4 Protected against impact of 2.0 joule (e.g. 500g weight falling from 40cm height). 
5 Protected against impact of 6.0 joule (e.g. 1.5kg weight falling from 40cm height). 
6 Protected against impact of 20.0 joule (e.g. 5kg weight falling from 40cm height). 

IP65 ABS Industrial Enclosure

Control & Distribution . . . . . . . . . . . . . . . . . . . . . . 2353 Junction & Terminal Enclosures. . . . . . . . . . . . . 2350
Enclosure Accessories . . . . . . . . . . . . . . . . . . . . . 2360 Wall Mount Enclosures . . . . . . . . . . . . . . . . . . . . . 2357
Industrial Enclosures. . . . . . . . . . . . . . . . . . . . . . . 2347

IP Explanation and Ratings
EN 60529 outlines an international classification system for the sealing effectiveness of
enclosures of electrical equipment against the intrusion into the equipment of foreign bod-
ies (i.e. tools, dust, fingers) and moisture. This classification system utilizes the letters "IP"
("Ingress Protection") followed by two or three digits. (A third digit is sometimes used. An
"x" is used for one of the digits if there is only one class of protection; i.e. IPX4 which ad-
dresses moisture resistance only.) 

Euromass II

Ì Completely recyclable boxes, moulded in grey ABS
Ì Recessed lid for membrane keypad or label
Ì Fitted with quick-release stainless steel screws
Ì Bosses fitted in base and lid
Ì PCB guide slots available on selected sizes

224370
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Industrial Enclosures - continued

Mftrs. External dimensions (mm) Price Each

List No. D W H Order Code 1+ 10+ 50+

P 303 55 55 37 121-7443●

P 305 80 75 56 121-7445●

P 311 110 75 56 121-7447●

P 316 160 75 56 121-7448●

P 325 160 75 75 121-7450●

P 327 230 75 75 121-7527●

P 333 260 160 91 121-7452●

P 331 220 120 91 121-7529●

P 334 360 160 91 121-7530●

P 336 320 100 81 121-7531●

P 338 255 250 161 121-7533●

P340 400 250 161 121-7535●

P 341 400 405 121 121-7536●

Gasket Neoprene round seal
Protection IP65
Lid Screws Stainless Steel, Multi-purpose cross head, quick release
Operating temp. -40°C to +80°
Colour RAL 7035

External Dimensions (mm) Mftrs. Price Each

H W D List No. Order Code 1+ 10+ 50+

ABS
35 50 52 T 205 121-7498●

35 50 65 T 206 121-7499●

36 64 98 T 208 121-7500●

55 80 82 T 210 121-7502●

55 80 120 T 215 121-7503●

55 120 122 T 217 121-7504●

55 80 160 T 220 121-7505●

75 120 200 T 221 121-7506●

75 150 200 T 223 121-7507●

85 80 82 T 225 121-7508●

85 80 120 T 226 121-7509●

85 120 122 T 227 121-7510●

85 80 160 T 231 121-7511●

90 120 200 T 237 121-7512●

90 120 160 T 238 121-7514●

90 160 250 T 240 121-7515●

120 160 250 T 241 121-7516●

100 120 240 T 242 121-7517●

120 160 240 T 243 121-7518●

100 150 340 T 244 121-7519●

150 160 250 T 250 121-7520●

100 160 360 T 251 121-7521●

85 230 300 T 253 121-7522●

110 230 300 T 254 121-7523●

150 200 360 T 255 121-7524●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 25+ 50+ 100+

G202 35 184 36 152-6675●

G250 50 52 35 117-5784●

G201 58 65 35 109-4690●

G203 65 115 40 109-4691●

G205 65 115 55 109-4692●

G256 80 82 55 117-5785●

G229 55 195 80 152-6676●

G212 90 115 40 109-4693●

G221 90 115 80 109-4708●

G279 120 120 60 117-5791●

G214 121 171 55 109-4694●

G223 121 171 80 109-4709●

G218 146 222 55 109-4696●

G232 146 222 75 109-4710●

G258 160 80 55 117-5787●

G287 160 160 60 117-5792●

G288 160 160 90 117-5793●

G2018 90 240 160 152-6678●

G2025 120 240 160 152-6679●

G238 95 265 185 152-6677●

G2058 150 360 200 152-6682●

G269 200 120 75 117-5789●

G2029 86 300 230 152-6680●

G2038 111 300 230 152-6681●

External Dimensions (mm) Mftrs. Price Each

H W D List No. Order Code 1+ 10+ 50+

Polycarbonate
35 50 52 M 205 121-7462●

35 50 65 M 206 121-7480●

36 64 98 M 208 121-7453●

55 80 82 M 210 121-7454●

55 80 120 M 215 121-7455●

55 120 122 M 217 121-7481●

55 80 160 M 220 121-7456●

75 120 200 M 221 121-7457●

75 150 200 M 223 121-7482●

85 80 82 M 225 121-7484●

85 80 120 M 226 121-7485●

85 120 122 M 227 121-7486●

85 80 160 M 231 121-7487●

90 120 200 M 237 121-7488●

90 120 160 M 238 121-7489●

90 160 250 M 240 121-7459●

120 160 250 M 241 121-7461●

100 120 240 M 242 121-7490●

120 160 240 M 243 121-7491●

100 150 340 M 244 121-7492●

150 160 250 M 250 121-7493●

100 160 360 M 251 121-7494●

85 230 300 M 253 121-7496●

150 200 360 M 255 121-7497●

Plastic housing

Plastic Housing

Multipurpose

Euromas Series - Polycarbonate / ABS

Euro size - polyester

218906

Multipurpose - Polycarbonate

Ì Housing made of high-quality Polycarbonate or
ABS

Ì Mounting studs for boards and other components
provided in the lower part

Ì Colour: RAL 7035, light grey
Ì IP65 rated

Ì Glass-fibre reinforced polyester housing
Ì Colour: squirrel grey, RAL 7000
Ì IP66 rated

Ì Polycarbonate boxes sealed to IP65
Ì Wall mounting holes and lid fixing

screws outside sealed area
Ì Operating temperature range -40°C to

+100°C

IP65, Quick Release Screws

203421

IP65, PC

242997

243004

Ì High quality Polycarbonate enclo-
sures with smooth, easy clean ex-
ternal finish

Ì Transparent or Grey lid
Ì Captive quarter-turn stainless steel

lid screws are spring loaded, im-
mune to vibration and to ensure re-
liable sealing

Ì Temperature range -40°C to +80°
Ì Easy terminal rail or PCB mounting is achieved via the multiple internal mounting pillars

which can be used with either self tapping screws or M3 screws and threaded brass
inserts (both supplied)
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Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+ 50+

Black - ATEX
951021 75 80 55 561-563
951022 75 110 55 561-575
951023 120 122 90 561-587
951024 120 220 90 561-599
951025 160 160 90 561-605
951026 160 260 90 723-757
951027 160 360 90 723-769
951028 250 255 120 723-770
951029 250 400 120 561-617

Grey
127750 120 122 90 723-824
127760 120 220 90 723-836
156541 160 160 90 723-848
127770 160 260 90 723-850

Ì Easy terminal rail or PCB mounting is achieved via the internal mounting shoulders

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+ 20+

G101 50 45 30 109-4681●

G103 98 64 34 109-4682●

G107 125 80 40 109-4684●

G108 125 80 57 109-4685●

G109 150 63 36.5 109-4686●

G116 160 100 60 109-4687●

G117 160 100 81 109-4689●

Multipurpose Klippon
POK ’Kestrel’

Gasket Neoprene round seal Operating temp -40°C to +80°C
Protection IP65 Colour RAL 7035
Lid Screws Stainless Steel, Multi-purpose cross head, Quick release

Mftrs. External Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 20+ 60+

Grey Lid
CT-501 35 50 52 101-6399●

CT-541 55 80 82 101-6400●

CT-581 55 80 120 101-6401●

CT-661 55 120 122 101-6402●

CT-761 75 120 200 101-6405●

CT-841 90 160 240 101-6407●

CT-801 100 120 240 101-6406●

Transparent Lid
CT-541 T 55 80 82 101-6409●

CT-581 T 55 80 120 101-6410●

Gasket Neoprene round seal Operating temp -40°C to +80°C
Protection IP65 Colour RAL 7000
Lid Screws Captive Stainless Steel, Multi-purpose cross head

Mftrs. External Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 20+ 60+

Grey Lid
CT-502 35 50 52 101-6351●

CT-542 55 80 82 101-6342●

CT-582 55 80 120 101-6343●

CT-662 55 120 122 101-6352●

CT-622 55 80 160 101-6344●

CT-762 75 120 200 101-6345●

CT-822 75 150 200 101-6423●

CT-682 85 120 122 101-6419●

CT-642 85 80 160 101-6417●

CT-722 90 120 160 101-6421●

CT-842 90 160 240 101-6347●

CT-802 100 120 240 101-6346●

CT-892 110 230 300 101-6431●

CT-862 120 160 240 101-6425●

CT-882 150 200 360 101-6427●

Transparent Lidded
CT-542T 55 80 82 101-6353●

CT-582T 55 80 120 101-6354●

CT-662T 55 120 122 101-6355●

CT-622T 55 80 160 101-6356●

CT-762T 75 120 200 101-6357●

CT-822T 75 150 200 101-6424●

CT-682T 85 120 122 101-6420●

CT-642T 85 80 160 101-6418●

CT-722T 90 120 160 101-6422●

CT-842T 90 160 240 101-6359●

CT-802T 100 120 240 101-6358●

CT-892T 110 230 300 101-6432●

CT-862T 120 160 240 101-6426●

CT-882T 150 200 360 101-6429●

IP66/IP68, GRP (Flame Retardant)

Die-Cast Aluminium Enclosures

Ì A range of heavy duty sealed diecast aluminium enclosures
Ì Natural aluminium colour finish
Ì Designed to meet IP65 and NEMA4 through the use of neoprene gasket with the uni-

versal tounge and groove seal system
Ì Ideal for industrial environments
Ì Wall mounting holes and lid fixing screws are outside the sealing area for sealing pro-

tection

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+ 50+

CPG-140 55 75 80 101-6382●

CPG-145 75 75 80 101-6383●

CPG-150 55 75 110 101-6384●

CPG-155 75 75 110 101-6385●

CPG-170 55 75 160 101-6387●

CPG-175 75 75 160 101-6388●

CPG-190 55 75 190 101-6389●

CPG-220 90 120 122 101-6391●

CPG-240 90 120 220 101-6392●

CPG-280 90 160 160 101-6393●

CPG-300 90 160 260 101-6394●

CPG-320 90 160 360 101-6395●

CPG-370 120 250 255 101-6396●

CPG-400 120 250 400 101-6397●

Multipurpose - ABS

Ì Suitable for indoor or outdoor use
Ì Flame retardant to UL94V-0. Toxicity

is halogen and cadmium free
Ì Available in black (RAL 9011) or

grey (RAL7001) finish

342003

Heavy Duty - Polyester

218895

Ì Inexpensive ABS enclosures with high
quality, smooth, easy clean external finish

Ì Transparent polycarbonate or grey ABS lid
Ì Captive quarter-turn stainless steel lid

screws are spring loaded, immune to vi-
bration and ensure reliable sealing

Ì Temperature range -40°C to +80°C
Ì Easy terminal rail or PCB mounting is

achieved via the multiple internal mounting
pillars which can be used with either self-
tapping screws or M3 screws and threaded
brass inserts (both supplied)

Ì Glass Reinforced Polyester (GRP)
moulding with silicon rubber
gasket

Ì Corrosion resistant with high impact
strength

IP65

IP65, Quick Release Screws

231170

Ì High impact, thick walled, glass-fibre reinforced polyester enclosures
Ì Resistant to most chemicals, including oil, petrol, acid and saltwater
Ì IP66
Ì Captive stainless steel lid screws
Ì Temperature range -40°C to +80°C

231169
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Industrial Enclosures - continued

Junction & Terminal Enclosures

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+ 50+ 100+

Unpainted
CA-060 UKF 36 64 58 101-6373●

CA-080 UKF 36 64 98 101-6375●

CA-130 UKF 57 80 75 101-6376●

CA150 UKF 57 80 125 101-6377●

CA-170 UKF 57 80 175 101-6378●

CA-210 UKF 80 122 122 101-6379●

CA-230 UKF 80 122 220 101-6436●

CA-270 UKF 90 160 160 101-6380●

CA-290 UKF 90 160 260 101-6381●

CA-310 UKF 90 160 360 101-6438●

CA-350 UKF 110 230 200 101-6440●

CA-380 UKF 110 230 330 101-6443●

CA-400 UKF 110 230 401 101-6445●

Painted
CA-020 30 45 50 101-6370●

CA-060 36 64 58 101-6360●

CA-080 36 64 98 101-6361●

CA-130 57 80 75 101-6363●

CA-100 36 64 150 101-6364●

CA-150 57 80 125 101-6365●

CA-170 57 80 175 101-6366●

CA-190 57 80 250 101-6433●

CA-210 80 122 122 101-6367●

CA-215 90 122 122 101-6371●

CA-230 80 122 220 101-6435●

CA-270 90 160 160 101-6368●

CA-290 90 160 260 101-6369●

CA-310 90 160 360 101-6437●

CA-350 110 230 200 101-6439●

CA-380 110 230 330 101-6442●

CA-400 110 230 401 101-6444●

Mftrs. Dimensions (mm) Enclosure No. of
List No. Height Width Depth Size Flanges
34.04 03 00 205 306 306 03 1
34.04 05 00 205 458 382 05 1

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 20+ 100+ 250+ 500+

Shallow Lidded
11451PSLA 52.5 38 31 301-504●

27969PSLA 92 38 31 301-516●

27134PSLA 111 60 31 301-528●

29830PSLA 120 95 34 301-530●

26908PSLA 120 95 57 301-541●

11130PSLA 125 125 79 301-553●

10758PSLA 145 95 49 301-565●

26827PSLA 188 120 57 301-589●

26357PSLA 188 120 82 301-590●

Deep Lidded
27134PDLA 111 60 50 301-607●

26908PDLA 120 95 93 301-620●

11130PDLA 125 125 115 301-632●

10758PDLA 145 95 77.4 301-644●

Mftrs. Price Each

List No. Order Code 1+ 10+ 25+ 50+

34.04 03 00 179-9777●

34.04 05 00 179-9778●

Accessories
34.04 51 03 Mounting Plate For Type 03 179-9779●

34.04 51 05 Mounting Plate For Type 05 179-9780●

Multipurpose, RFI/EMI Shielded

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+ 25+

70007 50 50 25 762-6134●

70009 92 92 42 762-6142●

70011 125 125 57 762-6150●

Heavy Duty - Aluminium

Stainless Steel Flange Enclosure

218905

IP65

Die-Cast Aluminium

Ì Aluminium diecast boxes moulded to BS1490.LM2M
Ì Robust, light weight and easy to machine
Ì Supplied unpainted, will accept most finishes with minimum preparation
Ì Available deep or shallow lidded. 

ProtEx Series

Rugged lightweight, die-cast aluminium alloy, electronic instrument enclosure. Aluminium
alloy to BS1490, LM2M. Two piece "lap joint" construction provides protection against
dust accumulation and splashing water. High EMC screening. Lids are close fitting and are
retained by 4 - M3.5x12 taptite screws into countersunk lid holes. Screws accept POZI-
DRIV No 2 screwdriver.
Enclosures are supplied with unpainted vibra smooth surface. Will accept most finishes
with minimum preparation. Designed to meet IP54, all dimensions are external and include
lid.

Ì Constructed from durable aluminium ALSi12, with magnesiumn content >0.4%
Ì Painted enclosure finished in stove enamel grey RAL 7001
Ì Ex type approval EExe IIT6 and EExe (ia) IICT6
Ì Neoprene gasket - temperature range -40°C to 80°C
Ì Easy to machine, basis for RFI protection

Ì Premium stainless steel flange enclosure for aggres-
sive environmental conditions, ATEX and IECEx ap-
proved

Ì Electropolished surface
Ì Execution empty enclosures for individual fittings and

Ex e / Ex ia junction boxes 

346111/406165

Diecast

230601

604876

Diecast box with shallow lid

Junction Box

A multipurpose electrical junction enclosure that has been designed for use with the Wago
222 and 773 series terminal blocks. The Wagobox is rated up to 400V and can support
conductor sizes from 0.08mm2 to 6.0mm2. The maximum number of supported individual
conductor connections is 24 at 1.0mm2 to 6 at 6.0mm2.

Diecast box with deep lid

Ì The integrated cable clamp can secure flex and 6242Y and 6243Y cables from 1.0mm2

to 6.0mm2 twin and earth
Ì Robust cable grippers that can be configured in seconds to grip cables up to 8.00mm

in diameter
Ì Mix and match the Wago 222 and 773 terminal blocks to suit the job with up to 24 in-

dividual terminations
Ì Complies with BSEN60670-22
Ì Meets all the requirements of the 17th Edition of BS7671
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Price Each

Colour Mtfrs. List No. Order Code 1+ 10+ 50+

Case
White CHOCBOX V0 151-1698●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 50+ 100+ 500+

320-970. 42 75 75 531-704●

322-980 42 85 85 531-716●

325-990. 45 90 90 531-728●

326-900. 58 113 113 531-730●

ChocBox

Dimensions (mm) Mftrs. Price Each

H W D List No. Order Code 1+ 10+ 25+ 50+

59 122 122 FK7045 187-2912●

71 168 143 FK7105 187-2913●

85 242 168 FK7165 187-2914●

Dimensions (mm) Mftrs. Price Each

Height Width Depth List No. Order Code 1+ 2+ 5+

220 140 140 12804 189-5176●

220 205 140 12808 189-5177●

220 275 140 12812 189-5178●

Mftrs. Price Each

List No. Order Code 1+ 10+ 50+ 100+ 500+

334 904 01 161-5342●

Polyethylene Junction Box

Polystyrene Junction/Terminal Boxes

Cable and Internal Dimensions (mm) Mftrs.
Conduit Entries Height Width Depth List No. Order Code
4 x 4/20 60mm Diameter 40 ENN05001 135-5986
4 x 4/20 65 65 45 ENN05002 135-5987
7 x 4/20 80 80 45 ENN05004 135-5990
7 x 4/25 105 105 55 ENN05005 135-5991
10 x 4/25 150 105 80 ENN05007 135-5992
10 x 4/25 & 2 x 4/32 170 150 80 ENN05010 135-5993
4 x 4/25 & 8 x 4/32 225 175 100 ENN05013 135-5994

Accessories
Mounting Plate For 8 x 135-6000, 2 x 135-6000 or a combination ENN08241 135-6000

Cable Junction Enclosures

Polyproperlene inline Connector/Junction Box

Dimensions (mm) Price Each

Colour Mftrs. List No. H W D Order Code 1+ 10+ 50+

Grey WAGOBOX 44 39 108 183-9680
Black 51253135 44 39 108 213-4425●

White 51253136 44 39 108 213-4426●

Red 51253137 44 39 108 213-4427●

Wagobox Light
Grey 51257303 29 39 95 213-4428●

Accessories Price Per Pack
WAGOBUTTON 183-9681

ENYCASE

Order Multiple=10 Price Each

Mftrs. List No. No. of Poles Order Code 10+ 50+ 100+

773-102 2 128-3415●

773-104 4 128-3416●

773-106 6 128-3417●

773-108 8 128-3419●

Dimensions Price Each

H x W x D (mm) Order Code 1+ 10+ 25+

Boxes with Entries, size < 105 x 105mm - Clip-in Cover
60 Dia. x 40 135-5986●

65 x 65 x 45 135-5987●

80 x 80 x 45 135-5990●

Boxes with Entries, size > 105 x 105mm - 1⁄4-turn screw
105 x 105 x 55 135-5991●

150 x 105 x 80 135-5992●

170 x 150 x 80 135-5993●

225 x 175 x 100 135-5994●

Accessories
Mounting Plate 135-6000●

491862.498873

Junction Box

HP Range IP54 Impact Level IK07 (2 Joules)

Red Range - Q4

MUREVA Junction Boxes
Price Each

Mftrs. List No. No. of Poles Order Code 1+ 10+ 50+

222-412 2 130-0511●

222-413 3 836-5830●

222-415 5 836-5849●

Ì Tested for func-
tional integrity in
the event of fire

Ì Colour: Orange

Ì Non-flammable polystyrene
UL94/V2 construction. Halo-
gen free.

Ì Quick fixing snap-on covers,
largest size has quick release
screws

Ì Seven knockouts three fitted
with universal entry seals (3.5
to 25.5mm Ø cable)

Ì Temperature resistant up to
+100°C

Ì 4 Entries with strain relief
Ì 2 Entries accessible from the top
Ì Strain relief clamp for pendant lights
Ì With external fixing lugs
Ì IP 20
Ì Empty
Ì Grey
Ì VDE Approved

A range of generic Polycarbonate junction boxes to suit most
needs

H = 30, W = 90, D = 50mm

660261

Ì Material: Duroplastic
Ì Degree of protection IP65
Ì Rated insulation voltage: 400V AC/DC
Ì Impact strength: IK 06
Ì Manufactured and tested in accordance

with IEC 60670-22

The patented Chocbox is a safe
and simple covering solution to

515187

Ì IP55, IK07 (2J); incandescent wire resistance: 650°C
Ì For use as junction box for normal circuits (in ERP’s to

art. EL10, housing and industry)
Ì Grey - RAL 7035

230653

468860

protect and insulate electrical connections.
The Chocbox can be used a cover, junction
box or inline connector. It is designed to meet
the requirements of the IEE regulations and
the Health & Safety executive. i.e. insulation
of bare connectors.
Flammability rating (White version) UL94V-O
Supplied with 2 cable clamps and mounting
screws.

H = 23, W = 56, D = 40mm

626548

Polypropylene

613537

Pushwire Terminal Blocks

Lever Clamp Terminal Blocks
222 Series

773 Series
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INTELLIGENT ONLINE BUYING
SYSTEM PROVIDING

Junction & Terminal Enclosures - continued

Mftrs. Dimensions (mm) Price Each

List No. H W D Type Order Code 1+ 10+ 25+

Enclosures
04.10 10 06 61 100 100 1 723-447●

04.10 16 06 61 160 100 1 723-459●

04.10 20 06 61 200 100 1 723-460●

04.14 14 07 71 140 140 2 723-472●

04.14 18 07 71 140 220 2 723-484●

04.14 22 07 71 140 220 2 723-496●

04.20 20 07 71 200 200 3 723-502●

Wall Mounting Brackets (set of 2) Price Per Set
1+

04.00 01 00 1 723-514●

04.00 01 40 2 723-526●

04.00 02 00 3 723-538●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+

HF99 651-590●

HF1818 180 182 90 651-643●

HF2518 180 254 90 651-655●

Mftrs. Dimensions (mm) No. of Price Each

List No. H W D Size Knockouts Order Code 1+ 10+ 25+

Empty Enclosures
802-907 52 80 80 1 8 651-667●

804-907 55 93 93 2 8 651-679●

806-907 67 110 110 3 8 651-680●

895-406 67 110 110 7 7 132-5793●

810-910 79 140 140 4 10 651-692●

895-902 52 80 80 5 7 132-5788●

895-910 79 140 140 8 10 132-5797●

Enclosure with 5 Pole Terminal Block
895-402 52 80 80 5 7 132-5787●

895-404 55 93 93 6 7 132-5791●

Empty Enclosure with Lugs
803-907 52 80 80 1 8 651-722●

895-903 52 80 80 5 7 132-5790●

Enclosure with Lugs & 5 Pole Terminal Block
895-403 52 80 80 5 7 132-5789●

Terminal Blocks (5 Pole)
840-004 1&2 — 651-734●

840-006 3 — 651-746●

840-010 4 — 651-758●

Complete cost control, reduced
administration time, visibility of your
spend, flexibility and personalised to
your company’s needs.
farnell.com/ibuy

Mftrs. Dimensions (mm) Price Per Kit

List No. H W D Order Code 1+ 5+ 10+ 25+

F4042900 46.5 135 225 189-2753●

F4044900 47.5 165 225 189-2754●

F4046900 48.5 195 275 189-2755●

Accessories 1+ 5+ 15+ 25+

A9178007 Contact Kit (1 Male & 1 Female) 123-6643●

Polystyrene Junction/Terminal Boxes

Junction/Terminal - ’DPN Range’

Polycarbonate RFI/EMI Shielded - ‘Series HF’

IP66 Aluminium Enclosures

203453

A-box Range IP65 Impact Level IK07 (2 Joules)

Aluform, Painted

GRP

Interface Terminal Enclosures

Ì Glass Reinforced Polycarbonate moulding
Ì IP66 with impact level IK08 (5 Joules)
Ì Flammability tested to UL94V-1 VDE0471-960C
Ì Halogen free material
Ì Internally aluminium coated to provide EMC screening
Ì Resistant to alcohols, petrol, fats and acids
Ì Integral earth terminal. Quick release plastic screws.
Ì Finished in light grey (RAL7035)
Ì Note - Picture does not represent internal colour

Ì Attractively styled aluminium boxes, finished in powder-coated grey (RAL7038)
Ì Bosses are provided in base and lid (four M4 screws supplied)
Ì Stainless steel lid screws based outside sealed area
Ì Optional mounting brackets allow box to be wall mounted

Ì Self sealing membrane in sizes 1, 2, 5 & 6 allow cables to be pulled into boxes whilst
maintaining IP rating without cable glands

Ì Operational temperature range - 10°C to +80°C
Ì Standard finish light grey (RAL7035)
Ì Optional easy to fit terminal giving good access for cabling
Ì Available with external fixing lugs
Ì UL94V-2 halogen free material
Ì Sizes 3 and 4 have IP54 sealing glands supplied

Ì Self-Extinguishing light grey ABS
Ì Base has slots for self tapping screws

Ì Manufactured from ABS
Ì Colour: Off-White
Ì Hand held or wall mounting

231168

230602

231062

Ì Double insulated junction boxes,
sealed to IP56

IP56, ABS

630605

Kit Contents: Top, Base, Battery Compartment and
Wall Bracket.
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Control & Distribution

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+ 25+

DPN10/10 103 103 56 161-706●

DPN12/8 83 123 78 161-718●

DPN15/10 114 152 76 161-720●

DPN20/15 144 194 78 161-731●

DPN25/20 194 244 96 161-743●

DPN30/22 226 306 127 161-755●

DPN40/30 310 389 128 161-767●

Range 3000
Certification
Suitable for Zone 1 & Zone 2 hazardous areas
Special feature Flameproof
Material Grey Cast Iron
Finish Hot dipped galvanised
Entries 4 x 20mm (ISO 1.5mm pitch) 2 Plug
Terminals 6 pole for up to 6mm conductors
Weatherproof IP66
Mftrs’ List No. 3004/MK6/6/TP2/2 Plugs
Order Code 118-3950

Recess area 244 x 84 mm
Certification
Suitable for Zone 1 & Zone 2 hazardous areas
Entries 4 x 20mm (ISO 1.5mm pitch) 2 Plug
Terminals 6 pole for up to 6mm2 conductors
Weatherproof IP66
Mftrs’ List No. 9004/MK6/6/ECP/2Plugs
Order Code 118-3949

Mftrs. Dimensions (mm) Max. No. Terminal Threaded
List No. Width Depth Height Power Blocks Holes
51007782 160 160 90 3W 12 4
51007780 160 260 90 6.3W 32 6

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 50+

A 100 30 45 50 419-0051
A 101 34 64 58 419-0063
A 102 34 64 98 419-0075
A 103 34 64 150 419-0087
A 104 34 64 115 787-7641
A 105 57 80 75 419-0099
A 106 34 64 186 787-7650
A 110 57 80 125 419-0105
A 114 81 100 200 419-0117
A 115 57 80 175 419-0129
A 116 81 100 100 787-7668
A 118 81 100 160 787-7676
A 121 91 140 140 787-7692
A 123 91 120 220 787-7706
A 124 81 120 360 787-7714
A 126 91 140 200 787-7722
A 127 101 180 180 787-7730
A 130 91 160 260 419-0178
A 140 111 230 200 787-7765
A 155 111 230 280 787-7790
A 175 111 310 400 787-7854

IP65, PC or ABS

Poles / Ways Price Each

Order Code 1+ 10+ 20+ 50+

6 / 4 118-3950●

TROUBLESHOOTING TIPS

Mftrs. Price Each

List No. Order Code 1+ 5+ 10+ 25+

51007782 179-4126●

51007780 179-4129●

Aluminium housing

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+ 25+

08100000 46 91 251 112-4106●

08200000 80 91 251 112-4107●

Price Each

Poles / Ways Order Code 1+ 10+ 20+ 50+

4 / 4 118-3949●

IP65 GRP Handheld for Control Industry

Flameproof - Weatherproof

Chat online to one of our
technical engineers at farnell.com

PlasEx Enclosures

Terminal Enclosure

Euro size-aluminium

Ì Built in PCB card guides
Ì Certified by Fimko, EN 50298 1998,

Gost R and UL Recognised

haz75/214261

203420

Ì 550V max. voltage rating
Ì Manufacturer from glass reinforced polyester
Ì 4mm thickness
Ì IP66 rating
Ì II 2 GD - T6
Ì Ex e / ia / tD
Ì M20 threaded holes
Ì Corrosion proof
Ì Connection: 0.5 - 6mm2 solid and fine stranded
Ì Direct insertion: 1 - 6mm2 solid and 0.75 - 4mm2 with

ferrule

Ì The housing is an aluminium casting with a
foamed-in-place cover

Ì Mounting studs provided for board mounting
in the lower part

Ì Colour: RAL 7001, silver-grey
Ì Terminals not supplied
Ì IP66 rated

haz77/214263

Ì IP 65 rated
Ì Impact resistant polycarbonate or ABS
Ì Easy and reliable locking system
Ì Separate compartment for terminal wiring

603489

Ì Reinforced polyester cases, 30% glass
ball, Sealed to IP65.

Ì 5mm deep recessed lid protects controls
Ì Mounting bosses provided in base for

equipment mounting

EEx d IP66 (Zone 1)

242996

Ì Hinged cover
Ì Black, glass-reinforced polyester

Contents: Through Terminal (2004-1201), Earth Terminal (2004-1207), End Stops / End
Plate and Earth Continuity Plate.

Ì Available in two depths 46mm and 80mm
Ì Suitable for operating machines in hostile

environments

Cardmaster 3 - Smoked Transparent Cover

EEx-e IP66 (Zone 1)

‘Tastomat’

The Cardmaster family of enclosures is de-
signed to provide a safe and dependable so-
lution to instrument packaging. Ideal for mea-
surement, monitoring and process control
equipment. Modern, durable materials are
combined with an easy and reliable locking
system and transparent door, to protect in-
strumentation and electronics. Enclosure
base, terminal compartment cover, polya-
mide hinges, locking devices, wall fastening
cover plug and mounting screws are includ-
ed to make installation and use of this range
of enclosures easy.
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Control & Distribution - continued

IP65, PC or ABS - continued
Cardmaster 3 - Smoked Transparent Cover - continued

Ì Polycarbonate Knock Out enclosure
Ì IP66/67, IK08
Ì Metric KO’s, grey cover
Ì Halogen free material
Ì Flammability rating UL94-5V
Ì Designed for all kinds of electrical and electronic

components
Ì Operating temperature -40 to 80°C

224441

Dimensions (mm) Mftrs. Price Each

H W D List No. Order Code 1+ 10+ 25+

88 88 53 KFPV0100 187-2896●

98 98 58 KFPV0200 187-2897●

119 139 70 KFPV0300 187-2899●

125 167 82 KFPV0400 187-2900●

160 200 98 KFPV0500 187-2901●

260 210 117 KFPV0600 187-2902●

210 310 117 KFPV0700 187-2903●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+

Polycarbonate
PC 17/16-3 188 160 134 112-3374●

PC 21/18-3 235 185 119 112-3375●

PC 25/22-3 156 219 280 125-6250●

PC 30/25-3 296 256 123 125-6251●

ABS
ABS 17/16-3 166 160 134 125-6253●

ABS 21/18-3 213 185 118 125-6254●

ABS 25/22-3 156 216 280 125-6255●

ABS 30/25-3 296 256 123 125-6256●

Dimensions (mm) Price Each

Mftrs. List No. H W D Order Code 1+ 10+ 25+

PCM 100/75 G 75 80 130 927-2224●

PCM 100/100 G 100 80 130 927-2232●

PCM 100/125 G 125 80 130 927-2240●

PCM 125/75 G 75 130 130 927-2259●

PCM 125/100 G 100 130 130 927-2267●

PCM 125/125 G 125 130 130 927-2275●

PCM 150/75 G 75 130 180 927-2283●

PCM 150/100 G 100 130 180 927-2291●

PCM 150/125 G 125 130 180 927-2305●

PCM 150/150 G 150 130 180 927-2313●

PCM 175/75 G 75 180 180 927-2321●

PCM 175/125 G 125 180 180 927-2348●

PCM 200/75 G 75 180 255 927-2364●

PCM 200/100 G 100 180 255 927-2372●

PCM 200/150 G 150 180 255 927-2380●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+

CI-K1-95-TS 120 80 95 320-3086
CI-K2-100-TS 160 100 100 320-3098
CI-K3-125-TS 200 120 125 320-3130
CI-K4-160-TS 240 160 160 320-3177

Mftrs. Dimensions (mm) Price Each

List No. H W D Size Order Code 1+

Enclosures
RCP1600 93 166 161 1 117-7061●

RCP2500 132 257 217 3 117-7063●

Front Panels
27000300 1/2 616-746

General Purpose Enclosure

CI-K Enclosures IP65

Wall Mounted Enclosures

Dimensions (mm) Mftrs. Price Each

H W D List No. Order Code 1+ 10+ 25+ 50+

Transparent Door
186 276 186 FP0101 187-2881●

366 276 186 FP0211 187-2882●

546 276 186 FP0311 187-2883●

546 366 186 FP0411 187-2884●

Opaque Door
186 276 186 FP0121 187-2885●

366 276 186 FP0231 187-2887●

546 276 186 FP0331 187-2888●

546 366 186 FP0431 187-2889●

Accessories
Mounting Plate For FP0101 & FP0121 FPMP10 187-2890●

Mounting Plate For FP0211 & FP0231 FPMP20 187-2891●

Mounting Plate For FP0311 & FP0331 FPMP30 187-2892●

Mounting Plate For FP0411 & FP0431 FPMP40 187-2893●

Wall Seperator FPWT1 187-2894●

Wall Braket (Pk4) FPAL40 187-2895●

413740

446512

ENYSUN

210332

IP66 ABS Wall Mounted Enclosures

Ì Push through membrane cable entry
Ì Standard protection of IP65
Ì With mounting plate or rail
Ì Enclosure covers RAL 7035 grey
Ì -25°C to +70°C
Ì 5 different base sizes available

Ì Colour: Black
Ì Material: Thermoplastic
Ì For outdoor installation
Ì Degree of protection IP66

Combicard II

Switchgear Installation Enclosures

MNX PCM - IP66/67

ENYSTAR�

Ì Impact resistant, recyclable polystyrene moulding with polycarbonate lid
Ì Robust hinge allows left or right hand door opening. Snap fit catch.
Ì Bosses, removable support pins and PCB slots allow various mounting positions
Ì Environmentally friendly and recyclable
Ì Finished in light grey (RAL7035)
Ì Optional anodised front panel may be easily punched and imprinted

Ì Protection class II
Ì UV resistant

Ì Operating temperature: -40°C to 120°C
Ì For indoor, outdoor and harsh enviroment installation
Ì Combinable enclosures system

626544

626540

Ì Colour: Grey
Ì Material: Thermoplastic
Ì Degree of protection IP65
Ì Protection class II
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The first online technical portal for design engineers

Mftrs. Dimensions (mm) No. of Lid
List No. Height Width Depth Holes 22.5mm
28.100100 110 110 85 0
28.100101 110 110 85 1
28.100200 110 160 85 0
28.100202 110 160 85 2
28.100203 110 160 85 3
28.100300 110 230 85 0
28.100304 110 230 85 4
28.100305 110 230 85 5

175-514: H=130, W=80, D=51.5, hole dia=22.2.

Ì 3 Sizes:
Size 1 - 80 x 72 x 53mm
Size 2 - 80 x 106 x 53mm
Size 3 - 80 x 136 x 53mm

Ì Grey or Black bases
Ì Grey, Black and Transparent lids

Ì Dust and waterproof to IP67
Ì Tough UL94-V0 rated poly-

carbonate

Log on, research, refine and design

Metal Enclosure

Ì -20°C to +100°C temperature range
Ì Internal PCB posts

Ì 3 Sizes for one, two and three station control:
Size 1 - 80 x 72 x 53mm with 1 x 22mm hole in lid
Size 2 - 80 x 106 x 53mm with 2 x 22mm hole in lid
Size 3 - 80 x 136 x 53mm with 3 x 22mm hole in lid

Ì Single version also in Yellow and Black

Dimensions (mm) Mftrs. Price Each

H W D Modules List No. Order Code 1+ 10+ 25+ 50+

228 126 111 4.5 KVPC8104 187-2905●

238 200 111 9 KVPC8109 187-2906●

Accessories
Locking Device KVES3 187-2907●

Cable Entry Cover 4.5 KVEB04 187-2908●

Cable Entry Cover 9 KVEB09 187-2909●

Mounting Plate 4.5 KVBP04 187-2910●

Mounting Plate 9 KVBP09 187-2911●

Mftrs. Price Each

List No. Description Order Code 1+ 10+ 25+ 50+

28.100100 Ex-CS Box 110-0 179-9781●

28.100101 Ex-CS Box 110-1 179-9783●

28.100200 Ex-CS Box 160-0 179-9784●

28.100202 Ex-CS Box 160-2 179-9785●

28.100203 Ex-CS Box 160-3 179-9786●

28.100300 Ex-CS Box 230-0 179-9787●

28.100304 Ex-CS Box 230-4 179-9788●

28.100305 Ex-CS Box 230-5 179-9789●

Accessories
31.10 99 04 Safety Strip (Pair) 179-9790●

Ex Control Station Box

Ì -20°C to +100°C temper-
ature range

22mm Holes

Distribution Boards Enclosures

Ì Polyamide enclosure system for individual fitting of
22.5 mm control switches (lid mounting or base
mounting) and indication devices

Ì Execution either with 22.5 mm lid holes or without lid
holes

Ì Gland holes M20 / M25 on two sides

ENYSUN

Colour Price Each

Description (Base / Lid) Order Code 1+ 5+ 25+

Size 1 Enclosure Black / Black 170-1580●

Size 2 Enclosure Black / Black 170-1581●

Size 3 Enclosure Black / Black 170-1582●

Size 1 Enclosure Black / Transparent 170-1583●

Size 2 Enclosure Black / Transparent 170-1584●

Size 3 Enclosure Black / Transparent 170-1585●

Size 1 Enclosure Grey / Grey 170-1586●

Size 2 Enclosure Grey / Grey 170-1588●

Size 3 Enclosure Grey / Grey 170-1589●

Size 1 Enclosure Grey / Transparent 170-1590●

Size 2 Enclosure Grey / Transparent 170-1591●

Size 3 Enclosure Grey / Transparent 170-1592●

Accessories
DIN Rail Clip Grey 170-1593●

DIN Rail Clip Black 170-1594●

Mounting Bracket Grey 170-1595●

Mounting Bracket Black 170-1596●

Cable Gland Grey 170-1597●

Cable Gland Black 170-1598●

Ì Dust and waterproof to IP67
Ì Tough UL94-V0 rated polycarbonate
Ì 2 threaded knock-out for M20 glands

Ì Colour: Grey
Ì Material: Thermoplastic
Ì Rated insulation voltage: 1000VAC
Ì Suitable for outdoor installation, UV

Colour Price Each

Description (Base / Lid) Order Code 1+ 5+ 25+

DIN Rail Clip / Grey 170-1593●

Size 2 Enclosure Black / Grey 170-1601●

Size 3 Enclosure Black / Grey 170-1602●

Size 1 Enclosure Black / Yellow 170-1603●

Accessories
DIN Rail Clip Grey 170-1593●

DIN Rail Clip Black 170-1594●

Mounting Bracket Grey 170-1595●

Mounting Bracket Black 170-1596●

Cable Gland Grey 170-1597●

Cable Gland Black 170-1598●

Mftrs. Price Each

Description List No. Order Code 1+ 3+ 8+ 15+

One hole enclosure XAPM1201H29 175-512
Two hole enclosure XAPM1202H29 175-513

604897

resistant
Ì Transparent door
Ì Protective cover can be cut out
Ì Protection class II

Electrical Enclosures

Control Station Enclosures

Metal enclosures in zinc alloy with 1 or 2 22.2mm dia. holes
suitable for 22mm manual control and signalling units. Protec-
tion to IP65. Usable depth 49mm. M20 ISO conduit entry top
and bottom, with one blanking plug supplied.

533957

210368

533956

626546

175-512: H=80, W=80, D=51.5, hole dia=22.2.

175-513: H=80, W=80, D=51.5, hole dia=22.2.
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Type Knockouts Terminals
AK03 Top End: 3 x M20

Bottom: 2 x M20/M25
Side walls (each): 2 x M20
Base, Floor: 1 x M20

2 x 4 Pole, 6/16mm2

AK05 Top End: 4 x M20, 1 x M20/M25
Side walls (each): 2 x M20
Base, Floor: 1 x M20

2 x 5 Pole, 6/16mm2

AK09 Top End: 8 x M20, 1 x M25/M32
Side walls (each): 2 x M20
Base, Floor: 2 x M20/M25

2 x 7 Pole, 6/16mm2

AK12 Top End: 8 x M20, 2 x M20/M25, 1 x M32/M40
Side walls (each): 2 x M20
Base, Floor: 2 x M20/M25

2 x 12 Pole, 6/16mm2

AK14 Top End: 17 x M20, 2 x M20/M25, 1 x M32/M40 
Bottom: 15 x M20, 2 x M20/M25, 1 x M32/M40
Side walls (each): 8 x M20, 2 x M25/M32

3 x Screw clamping points,
2.5 to 16mm2

14 Screwless clamping points,
1.5 to 4mm2

INTELLIGENT ONLINE BUYING
SYSTEM PROVIDING

Dimensions (mm) Mftrs.
No. of Ways Length Width Depth List No. Order Code

3 150 100 96 735-403 776-7498
5 200 125 122 735-405 776-7501
9 200 200 122 735-409 776-7510

12 200 250 122 735-412 776-7528
14 300 300 142 735-414 776-7536

Price Each

Type Order Code 1+ 5+ 10+ 25+

AK03 776-7498●

AK05 776-7501●

AK09 776-7510●

AK12 776-7528●

AK14 776-7536●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 50+ 100+ 500+

542-402 81 130 94 531-741●

542-404 180 110 110 531-753●

542-408 110 180 182 531-765●

542-412 110 180 254 531-777●

Receive email updates with the exact status, due 
date and despatch information of all your back 
order items farnell.com

Mftrs. Dimensions (mm) No. of Price Each

List No. H W D Modules Order Code 1+ 5+ 10+

13975 150 80 98 3 189-3168●

13441 200 123 112 4 189-3169●

13442 200 159 112 6 189-3170●

13443 200 195 112 8 189-3171●

13444 200 267 112 12 189-3172●

13432 280 448 160 18 189-3173●

13433 460 340 160 24 189-3174●

Accessories
13935 Wall Mounting Lugs (Pk 4) 189-3175●

13948 Keylock 189-3176●

13940 Blanking Plate 189-3177●

Mftrs. Price Each

Type List No. Order Code 1+ 5+ 10+ 25+

Enclosures
1 Hole RC-1M 171-9068●

2 Hole RC-2M 171-9069●

3 Hole RC-3M 171-9071●

Accessories
Mounting Collar RB2-B 171-9065●

Aux. Contact Block N/C RB2-BE102 171-9066●

Aux. Contact Block N/O RB2-BE101-BP 171-9067●

Price Each

Order Code 1+ 5+ 10+

One Gang Station 320-3219
Two Gang Station 320-3220
Three Gang Station 320-3232

Metal Enclosures

Complete cost control, reduced
administration time, visibility of your
spend, flexibility and personalised to
your company’s needs.
farnell.com/ibuy

Steel Enclosures IP65 Distribution Boxes

Polystyrene Distribution Boxes

Modular Enclosures - Kaedra

IMPROVED BACK ORDER DELIVERY

Ì For use with front mounting blocks
Ì Contact blocks thermal current rated at 10A

347437

210333

Ì Self-extinguishing insulating material
Ì Operating temperature: -25°C to

+60°C
Ì Colour: light grey

EK Range, IP65 Impact Level IK07 (2 Joules)

Ì Steel pushbutton enclosures, 1 to
3 gang. Suitable for 22.5 flush
mounting devices

Ì 1 gang version available with yel-
low lid

Ì IP65 standard protection

Ì IP65 as per IEC 60529
Ì IK09 as per EN 50102
Ì Class 2: total insulation
Ì Flame and abnormal heat resistance: 650°C as per IEC

60695-2-1
Ì Resistance to chemicals and atmospherics agents

538459

Ì High impact flame resistant halogen free material.
UL94V-2

Ì IP65 rated distribution box complete with Din Rail
mounting for MCBs, RCCBs, timers and fuses

Ì Designed to take multiples of 17.5mm Din Rail mounted
modules

Ì Complete with earth and neutral bars as well as marker
and blanking strips

Ì Cable gland entries provided
Ì Widths available 2, 4, 8 or 12, to DIN43880

Ì 3 to 28 way distribution boxes
Ì Grey in colour similar to RAL 7035
Ì Pre-assembled IP65 sealing membranes
Ì Flame resistant polystyrene, complying with DIN VDE 0471
Ì Individual transparent doors can be lead sealed, blanking off of

individual rows
Ì With 150mm distance between rails, the distribution boards

provide generous wiring space

630659

224444

With Mounting Accessories

H = 51, W = 68mm
D = 74 (1 Hole) 105 (2 Hole) 134mm (3 Hole)

Temperature resistant up to +70°C
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Enclosures - Electrical

2357

2357

Accessories for TK Range

Wall Mount Enclosures

RoHS, REACH, WEEE, ErP, Batteries
Directive - latest updates, free white
papers and live online Q&A at
element14.com/legislation

Polystyrene Polycarbonate
UL94V-2 rated UL94V-2 rated

High impact level 2 Joules UV resistant
Temperature range -40°C to +70°C Temperature range -35°C to +125°C
Halogen Free Halogen free

Mftrs. Dimensions (mm) Price Each

List No. Order Code 1+ 10+ 25+ 50+

Polystyrene with Grey lid
105-411 63 180 254 Metric knockouts 439-1159●

110-411 63 180 254 Smooth wall 439-1160●

105-413 63 180 182 Metric knockouts 132-5798●

110-413 63 180 182 Smooth wall 132-5799●

Polystyrene with Transparent Lid
106-011 63 180 254 Metric knockouts 439-1172●

111-011 63 180 254 Smooth wall 439-1184●

111-013 63 180 182 Smooth wall 132-5804●

Polystyrene Low Profile

FREE GLOBAL LEGISLATION SUPPORT

Hinge Kit

Mftrs. External Dimensions Order Price Each

List No. W D H Code 1+ 10+ 25+ 50+

Polystyrene with Grey Lid
110-402 65 94 57 531-212●

110-403 94 94 57 531-224●

110-404 110 110 66 531-248●

110-904 110 110 90 531-250●

110-409 94 130 57 531-261●

110-405 130 130 75 531-273●

110-905 130 130 99 531-285●

110-406 110 180 90 531-297●

110-906 110 180 111 531-303●

110-407 180 182 90 531-315●

110-907 180 182 111 531-327●

110-408 180 254 90 531-340●

110-908 180 254 111 531-352●

109-408 180 254 165 531-364●

110-412 254 360 111 531-376●

Polystyrene with Smoked Lid
111-005 130 130 75 531-406●

111-006 110 180 90 531-418●

111-007 180 182 90 531-431●

111-507 180 182 111 531-443●

111-008 180 254 90 531-455●

111-508 180 254 111 531-467●

Polycarbonate with Grey Lid
120-404 110 110 66 531-480●

120-405 130 130 75 531-492●

120-406 110 180 90 531-509●

120-407 180 182 90 531-510●

120-411 180 254 63 439-1202●

120-408 180 254 90 531-522●

120-908 180 254 111 531-534●

Polycarbonate with Smoked Lid
130-008 180 254 90 531-560●

130-508 180 254 111 531-571●

Polycarbonate with Transparent Lid
130-011 180 254 63 439-1226●

Mounting Plate

Polystyrene and Polycarbonate Enclosures
TK Range IP66

Multipurpose - ‘Piccolo’
IP66/67, PC

Hinge Kit

Ì Low profile TK boxes available in polystyrene
Ì Available with transparent clear and grey lids
Ì Options include smooth walls and metric knockouts
Ì Ideal for use as system and machine control boxes

TK Range IP66

Ì Pack of 2 hinges to mount on any side of enclosures - moulded in polyamide.
Ì Supplied with drilling template, fitting instructions and fixing screws

272745

Ì PS Impact IK07 (2 Joules) PC IK08 (5 Joules)
Ì Smooth walled enclosures moulded in halogen free high impact flame resistant polys-

tyrene or polycarbonate
Ì Colour light grey RAL7035 with grey, smoked or Clear polycarbonate lids
Ì Lids fitted with quick release polyamide screws
Ì Groove and lip seals with seamless polyurethane gasket
Ì Corrosion free, resistant to acids and alkalis
Ì Mounting holes are outside seals
Ì Plastic mounting plate available below

Mounting Plates

224451

Ì Available with grey or transparent lid
Ì Optional chassis plates available
Ì Operating temperature range -40°C

to 80°C

Ì Pre-cut 2.5mm thick plastic plates offering easy of assembly.
Ì Supplied with fixing screws.

Ì Double insulated, moulded in halogen-free
polycarbonate

Ì Flammability tested to UL94-5V
Ì Lid and base have tongue and groove sys-

tem with polyurethane gasket

224452

Price Each

Order Code 1+ 10+ 25+ 50+ 100+

Hinge Kit 531-583●

Mounting Plates
For Enclosures

H W H W

110 110 90 90 531-625●

110 110 110 110 531-649●

130 130 90 150 531-662●

180 182 150 150 531-674●

150 220 150 220 531-686●

254 360 220 331 531-698●
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IP66/67, PC - continued

Multipurpose - ‘Piccolo’ - continued

Wall Mount Enclosures - continued

Enclosures Matching Plates Enclosures Matching Plates
Order Code Order Code Order Code Order Code
142-2669 142-2675 142-2672 142-2678
142-2670 142-2676 142-2673 142-2679
142-2671 142-2677

External Dimensions Gland Plates Enclosure
Size H W D1 D2 and Size Fixing Centres Grey Lidded Clear Lidded

Enclosure
1 130 190 190 30 4 x a 165x165 100-4099 100-4105
2 130 190 280 30 2 x a and 2 x b 255x165 100-4100 100-4106
3 130 280 280 30 4 x b 255x255 100-4101 100-4107
4 130 280 380 30 4 x b 355x255 100-4102 100-4108
5 130 380 560 30 6 x b 535x355 100-4103 — —

Mftrs. Dimensions (mm) Price Each

List No. H W D Type Order Code 1+ 10+ 25+

Transparent Lidded
FEX 1919 13 T 190 190 130 1 100-4127●

FEX 1919 18 T 190 190 180 1 100-4129●

FEX 2819 13 T 280 190 130 2 100-4131●

FEX 3819 13 T 380 190 130 3 100-4132●

FEX 3819 18 T 380 190 180 3 100-4133●

FEX 2828 13 T 280 280 130 4 100-4134●

FEX 3828 13 T 380 280 130 5 100-4135●

FEX 3828 18 T 380 280 180 5 100-4136●

Grey Lidded
FEX 1919 13 G 130 190 190 1 100-4138●

FEX 1919 18 G 180 190 190 1 100-4139●

FEX 2819 13 G 130 190 280 2 100-4140●

FEX 2819 18 G 180 190 280 2 100-4142●

FEX 3819 13 G 130 190 380 3 100-4143●

FEX 2828 13 G 130 280 280 4 100-4144●

FEX 3828 13 G 130 280 380 5 100-4145●

FEX 3828 18 G 180 280 380 5 100-4146●

FEX 5628 13 G 130 280 560 6 100-4147●

FEX 5638 18 G 180 380 560 7 100-4148●

Mounting Plates
EKHVT 148 148 1.5 1 100-4109●

EKJVT 238 148 1.5 2 100-4110●

EKMVT 338 148 1.5 3 100-4149●

EKOVT 238 238 1.5 4 100-4111●

EKPVT 328 238 1.5 5 100-4112●

EKTVT 518 238 1.5 6 737-215●

EKUVT 518 338 1.5 7 100-4113●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 10+ 25+

Enclosures
TA191209 90 122 187 142-2669●

TA201 610 98 163 201 142-2670●

TA241911 107 191 240 142-2671●

TA292411 107 239 289 142-2672●

TA342912 117 289 344 142-2673●

Accessories - Steel Mounting Plates
MP1912 165 105 1.5 142-2675●

MP2016 170 140 1.5 142-2676●

MP2419 216 167 1.5 142-2677●

MP2924 265 215 1.5 142-2678●

MP3429 320 265 1.5 142-2679●

Accessories
FP 10674 Wall Fastening Lug 142-2680●

Mftrs. Price Each

Size List No. Order Code 1+ 5+ 10+

Grey Lidded
1 EKHA 130 G 100-4099●

2 EKJB 130 G 100-4100●

3 EKOE 130 G 100-4101●

4 EKPE 130 G 100-4102●

5 EKUH 130 G 100-4103●

Transparent Lidded
1 EKHA 130 T 100-4105●

2 EKJB 130 T 100-4106●

3 EKOE 130 T 100-4107●

4 EKPE 130 T 100-4108●

Mftrs. Dimensions (mm) Chassis Price Each

List No. H W D Plate Size Order Code 1+ 10+ 20+ 60+

Grey Lidded
PC B 65 G 65 80 110 1 100-4114●

PC C 65 G 65 80 140 2 100-4117●

PC D 85 G 85 80 170 3 100-4118●

PC H 95 G 95 140 170 4 100-4119●

PC M 95 G 95 140 230 5 100-4120●

PC MH 125 G 125 140 230 5 125-6220●

PCD 65G 65 80 170 3 132-5396●

PCF 85G 85 80 230 6 132-5397●

Transparent Lidded
PC B 65 T 65 80 110 1 100-4121●

PC B 85 T 85 80 110 1 100-4122●

PC C 65 T 65 80 140 2 100-4123●

PC D 85 T 85 80 170 3 100-4124●

PC H 95 T 95 140 170 4 100-4125●

PC M 95 T 95 140 230 5 100-4126●

PC MH 125 T 125 140 230 5 125-6222●

PCD 65T 65 80 170 3 132-5398●

PCF 85T 85 80 230 6 132-5399●

Chassis Plates
B MP - Size 1 112-3655●

C MP - Size 2 112-3656●

D MP - Size 3 112-3657●

H MP - Size 4 112-3659●

M MP - Size 5 112-3661●

F MP - Size 6 136-0174●

EEX’e’ Multipurpose - ’FEX’ Range

IP 65 - ABS

Modular - ’EK Range’

TEMPO

IP65, PC

Ì Light weight, manuafactured from impact resistant polycarbonate
Ì Suitable for indoor and outdoor use
Ì Can be used in zone 1 or zone 2 hazardous areas
Ì Wall mounting provisions are under screw cavities, which are outside

sealed area

IP66/67, PC

477699

Ì PCB mounting bosses moulded in base
Ì Optional galvanised sheet steel mounting plates available

Ì Large plain cover for printing or stickers
Ì Grey, RAL 7035
Ì Hinges included, no tools or screws need-

ed for installation
Ì Rapid hinges can be used in every side,

left or right, up or down
Ì IP 65, IK 07
Ì Cover, screws and mounting plate screws

included

218874

218881

224453

Ì IP66/67 seal
Ì Operating temperature

-40°C to 80°C

Ì High impact grey (RAL7035) polycarbonate enclosures
Ì Flammability tested to UL94-5V
Ì Enclosures with the same flange size can be joined

Gland plate kit
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2359

IP 65 ABS and PC

Order Multiple=1 Mftrs. Price Each

Mounting Plates for :- List No. Order Code 1+ 5+ 10+
KL1504, KL1518, KL1532 KL1564 119-8772●

KL1507, KL1535 KL1567 119-8773●

KL1508, KL1536 KL1568 119-8847●

KL1509, KL1537 KL1569 119-8848●

Price Per Pack

1+ 5+ 10+
Wall Brackets (Pack 4) KL1590 119-8850●

Pairs of Hinges (Pack 3)
Screw in Heavy Duty KL1592 119-8851●

Clearance Price Each

Size Hole Ømm Order Code 1+ 10+ 20+

Small 19 132-5392●

Large 29 132-5393●

Ventilators

Accessories for ’KL’ Range

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+

KL1514 150 150 80 119-8793●

KL1528 150 200 80 119-8799●

KL1515 150 300 80 119-8794●

KL1516 200 200 80 119-8795●

KL1517 200 300 80 119-8796●

KL1518 200 400 80 119-8797●

KL1500 150 150 120 119-8781●

KL1501 150 300 120 119-8782●

KL1502 200 200 120 119-8783●

KL1503 200 300 120 119-8784●

KL1504 200 400 120 119-8785●

KL1507 300 300 120 119-8789●

KL1508 300 400 120 119-8790●

KL1509 300 500 120 119-8791●

KL1511 400 400 120 119-8792●

Temperature range: ABS Polycarbonate
-40°C to +80°C -40°C to +120°C

Mftrs. Price Each

Size List No. Order Code 1+ 5+ 10+

Chassis Plate
1 EKHVT 100-4109●

2 EKJVT 100-4110●

3 EKOVT 100-4111●

4 EKPVT 100-4112●

5 EKUVT 100-4113●

Gland Plate Kit
a GB 1 PLATE KIT 112-3653●

b GB 2 PLATE KIT 112-3654●

203417

Terminal Boxes - ’KL’

256393.455860

Mftrs. Dimensions (mm) Price Each

List No. H W D Type Order Code 1+ 10+ 25+

ABS Grey Lidded Latch Versions
CAB ABS 302018 G 180 200 300 1 112-3643●

CAB ABS 303018 G 180 300 300 2 112-3644●

CAB ABS 403018 G 180 300 400 3 112-3645●

CAB ABS 504020 G 200 400 500 4 112-3647●

ABS Grey Lidded Lock Versions
CAB ABS 302018 G3B 180 200 300 1 125-6234●

CAB ABS 303018 G3B 180 300 300 2 125-6235●

CAB ABS 403018 G3B 180 300 400 3 125-6236●

CAB ABS 504020 G3B 200 400 500 4 125-6237●

CAB ABS 604022 G3B 200 400 600 5 125-6238●

ABS Transparent Lidded Latch Versions
CAB ABS 302018 T 180 200 300 1 112-3648●

CAB ABS 303018 T 180 300 300 2 112-3649●

CAB ABS 403018 T 300 180 400 3 112-3650●

CAB ABS 504020 T 200 400 500 4 112-3651●

CAB ABS 604022 T 200 400 600 5 112-3652●

ABS Transparent Lidded Lock Versions
CAB ABS 302018 T3B 180 200 300 1 125-6239●

Polycarbonate Grey Lidded Latch Versions
CAB PC 302018 G 180 200 300 1 112-3632●

CAB PC 303018 G 180 300 300 2 112-3633●

CAB PC 403018 G 180 300 400 3 112-3635●

CAB PC 504020 G 200 400 500 4 112-3636●

CAB PC 604022 G 220 400 600 5 112-3637●

Polycarbonate Grey Lidded Lock Versions
CAB PC 302018 G3B 180 200 300 1 125-6223●

CAB PC 403018 G3B 180 300 400 3 125-6225●

CAB PC 504020 G3B 200 400 500 4 125-6226●

Polycarbonate Transparent Lidded Latch Versions
CAB PC 302018 T 180 200 300 1 112-3638●

CAB PC 303018 T 180 300 300 2 112-3639●

CAB PC 403018 T 180 300 400 3 112-3640●

CAB PC 504020 T 200 400 500 4 112-3641●

CAB PC 604022 T 220 400 600 4 112-3642●

Polycarbonate Transparent Lidded Lock Versions
CAB PC 302018 T3B 182 198 300 1 125-6228●

CAB PC 604022 T3B 398 598 398 4 125-6232●

Swing Door/Front Plate (Aluminium)
FPA 23 1 112-3663●

FPA 33 2 112-3664●

FPA 43 3 112-3665●

FPA 54 4 112-3666●

FPA 64 5 112-3667●

Swing Door/Front Plate Kit
MB 12225 AL 112-3662●

Mftrs. Dimensions (mm) Price Each

List No. H W D Type Order Code 1+ 10+ 25+

Mounting Plate (Steel)
EKIV 23 1 112-3668●

EKIV 33 2 112-3669●

EKIV 43 3 112-3670●

EKIV 54 4 112-3672●

EKIV 64 5 112-3673●

Wall Mounting Brackets (set of 4) 1+ 10+ 25+

FP 12017 100-4150

IP66/IP55, Steel

Wall Mounting - ’CAB’ Self-extinguishing Polymide 6

Ì Mounting plates are corrosion resistant zinc plated
Ì Lid hinges available as light duty snap in or heavy duty screw fix ver-

sions

Ì Impact resistant enclosures moulded in halogen free ABS and polycarbonate
Ì Finished in grey (RAL7035). Transparent or grey lidded versions
Ì Flammability rating to UL94-HB for ABS and UL94-5V for polycarbonate
Ì Latched doors can be secured by a padlock
Ì Lock on the long side on lock versions
Ì Accessories available: swingdoor/front plate, mounting plate and wall mounting lugs

203412

These ventilation devices provide airflow
within the enclosure for effective cooling
and prevent condensation of humidity.
They can be used with many different
types of enclosures in addition to the FI-
BOX Range. Manufactured from self-ex-
tinguishing polyamide 6.
Small Ventilator – IP 33 rated. Requires
a 19mm hole in the enclosure. Supplied
with mounting nut.
Large Ventilator – IP 44 rated. Requires

224449

a 29mm hole in the enclosure. Supplied with mounting screws and gaskets. 

Ì Sheet steel boxes with screw down lids
Ì Textured paint finish in RAL 7035 grey
Ì Lids have bonded foam seal and plastic bushes

captivate screws
Ì IP66 protected to EN60 529/10.91, NEMA12)
Ì Approvals: TUV, CSA, Det Norske Veritas,

Lloyds and USSR Register of Shipping
Ì UL Recognised
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Enclosure Accessories

Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+

1101010 330 230 155 102-1629●

1101020 400 400 250 102-1630●

1101030 650 400 250 102-1632●

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+

AE1004 300 380 155 119-8958●

AE1005 380 300 210 119-8959●

AE1006 380 380 210 119-8960●

AE1008 600 380 210 119-8962●

Wall Mount Enclosures - continued

IP66/65 Stainless Steel - ’AE’

Mftrs. Dimensions (mm) Price Each

List No. H W D Locks Order Code 1+ 5+ 10+

Enclosures with Single Door - IP66
AE1380 380 380 210 1 119-8829●

AE1039 380 600 210 1 119-8813●

AE1034 400 300 210 1 119-8810●

AE1045 500 400 210 2 119-8814●

AE1038 600 380 210 2 119-8812●

AE1338 600 380 350 2 119-8823●

AE1050 500 500 210 2 119-8815●

AE1350 500 500 300 2 119-8825●

AE1057 700 500 250 2 119-8817● H
AE1060 600 600 210 2 119-8819● H
AE1360 600 600 350 2 119-8826● H
AE1076 760 600 210 2 119-8820● H
AE1058 800 600 250 2 119-8818● H
AE1090 1 600 250 2 119-8821● H

Enclosures with Double Door - IP55 
AE1130 760 1 300 2 119-8822● H

Price Per Set

Wall Bracket (Set of 4) 1+ 5+ 10+
2508.010 10mm Stand Off 119-8803●

Mftrs. Dimensions (mm) Price Each

List No. H W D Locks Order Code 1+ 5+ 10+

Enclosures with Single Door - IP66
AE1032 300 200 120 1 119-8808●

AE1035 300 200 150 1 119-8811●

AE1030 300 380 155 1 119-8805●

AE1031 300 380 210 1 119-8807●

AE1033 300 300 210 1 119-8809●

IP69K - Washdown Enclosure

Mftrs. Dimensions (mm) Price Each

List No. Height Width Depth Order Code 1+ 5+ 10+

KL1521 150 150 80 119-8775●

KL1523 200 200 80 119-8777●

KL1526 300 300 120 119-8780●

Mounting Plates
KL1560 For use with KL1521 119-8766●

KL1567 For use with KL1526 119-8773●

’AE’

Terminal Boxes - ’KL’IP66, Stainless Steel

Ì Enclosure of all-round
solid construction with
single door

Mftrs. Dimensions (mm) Price Each

List No. H W D Order Code 1+ 5+ 10+

EB1551 150 150 80 119-8759●

EB1545 300 150 80 119-8753●

EB1546 200 200 80 119-8754●

EB1552 300 200 80 119-8760●

EB1547 400 200 80 119-8755●

EB1553 150 150 120 119-8761●

EB1548 300 150 120 119-8756●

EB1549 200 200 120 119-8757●

EB1554 300 200 120 119-8763●

EB1550 400 200 120 119-8758●

EB1555 300 300 120 119-8764●

EB1556 400 300 120 119-8765●

Ì Attractive ’brushed’ stain-
less steel enclosures with
mounting plate

Ì Manufactured from a sin-
gle sheet of stainless

Ì 1 gland plate in the enclosure base
Ì Right hand door hinge, which can be

swapped to left hand side
Ì 2 cam locks on door
Ì Foamed-in door seal
Ì Zinc plated mounting plate
Ì IP69K Rated
Ì Inner door kits available

steel 1.4301 for optimum strength
Ì Door has foamed-in seal and cam lock
Ì Protected to EN60529-10.91 IP66

(AE1002 to 1017), IP55 (AE1018 and
1019)

Ì NEMA 4X requirements are met for
AE1002 to 1017, NEMA 12 for AE1018
& 1019

Ì CSA, TUV, Germanisher Lloyd, Det

IP66/IP55 Steel

Terminal Boxes - ’EB’

203411

Norske Vertitas, USSR, Lloyds Register of Shipping approved
Ì UL recognised

416956

Ì Extremely low profile
Ì Brushed stainless finish
Ì Stainless steel 1.4301, enclo-

sure and lid 1.25mm stain-

203413

Instrument Case Feet

IP66, Steel

203410

Ì A strong, attractive range formed from a
single sheet for optimum sealing

Ì 130° door opening
Ì Multi-folded door rim prevents ingress of

dirt and water when door opened
Ì Supplied complete with zinc coated

mounting plate and removable cable gland
plates

Ì Doors have bonded polyurethane gasket
and double bit cam lock

Screw Fixing

AE Compact Enclosure

348676

less steel
Ì Lid has foamed-in seal and plastic bushes
Ì Protected to EN60529/10.91 IP66. Meets

NEMA 4 requirements
Ì Approvals:TUV, CSA, Det Norske Veritas,

Lloyds and USSR Register of Shipping
Ì UL Recognised

Ì Compact enclosures with hinged door/lid. Finished in
Grey RAL7035

Ì Supplied with quick fit steel mounting plate
Ì Integral cam lock provides protection in accordance with

VDE 0660 Pt 500
Ì Protected to IP66 EN60529/10.91
Ì CSA, TUV, Germanischer Lloyds, Lloyds Register of

Shipping approved, UL Recognised

218852

Ì Pre-punched holes in rear panel for ease of mounting
Ì Dipcoat primed and powder coated in textured RAL7035
Ì Protected to IP66, EN60529/10.91. Complies with NEMA 12
Ì Approvals: CSA, TUV, Germanischer Lloyd, Det Norske Veritas, USSR and Lloyds

Register of Shipping, UL Recognised

Ì Type 1 - Soft rubber feet. Ideal for
use on instrument cases etc.

Ì Type 2 - Moulded in hard rubber.
Bracing members prevent pull-
through of fastening screw

Type 2Type 1
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Price Each

Volt Watt Order Code 1+ 10+ 50+

230 20 318-3166
110 20 318-3178
230 40 318-3180
110 40 318-3191
230 60 318-3208
110 60 318-3210
230 80 318-3221
110 80 318-3233
230 100 318-3245
110 100 318-3257
230 200 211-3758●

110 200 211-3759●

230 300 211-3760●

110 300 211-3761●

230 400 211-3762●

110 400 211-3763●

230 600 211-3765●

110 600 211-3766●

230 1kW 211-3767●

110 1kW 211-3768●

621976

Mftrs. H W
Description Order Code List No. (mm) (mm)
Window for 36 modules 125-6244 L44 II 377 331
Window for 26 modules 125-6246 L43 II 331 277
Window for 24 modules 125-6247 L24 II 248 218
Window for 12 modules 125-6248 L12 II 248 128
Note: These windows can be fitted to most plastic/metal enclosures.

Heating element PTC resistor - temperature limiting
Surface temperature <85°C (according to VDE 0100), except upper protective grille
Connection 2-pole terminal 2.5mm2, torque 0.8Nm max.
Casing Plastic according to UL94 V-0, black
Mounting Clip for 35mm DIN rail, EN 60715
Fitting position Vertical airflow (air outlet up, connection on bottom)
Operating / Storage temperature -45°C to +70°C
Protection class IP20
Protection type II (double insulated)

Heating element PTC resistor - temperature limiting
Surface temperature <80°C, except upper protective grille
Connection 4-pole terminal 2.5mm2, torque 0.8Nm max.
Casing Plastic according to UL94 V-0, black
Mounting Clip for 35mm DIN rail, EN 60715
Fitting position Vertical airflow (air outlet up, connection on bottom)
Operating / Storage temperature -45°C to +70°C
Protection class IP20
Protection type II (double insulated)

Clearance Price Each

Hole Ø mm Order Code 1+ 10+ 20+

Immersion Proof Breather 17 561-538

Price Per Pack

5 Per Pack Order Code 1+ 5+ 10+

Earthing Kit 116-7441●

Anti-Condensation Heaters

Mftrs. Heating Operating Max.
List No. Capacity Voltage Current (Inrush) Order Code
06040.0-00 10W 120 to 240V AC/DC 2.5A 187-0822
06030.0-00 20W 120 to 240V AC/DC 1A 187-0823
06040.1-00 10W 12 to 30V AC/DC 8A 187-0824
06030.1-00 20W 12 to 30V AC/DC 187-0825

Mftrs. Heating Operating Max.
List No. Capacity Voltage Current (Inrush) Order Code
06000.0-00 50W 120 to 240V AC/DC 4A 187-0826
06010.0-00 100W 120 to 240V AC/DC 8A 187-0827
06020.0-00 150W 120 to 240V AC/DC 8A 187-0829
06000.1-00 50W 12 to 30V AC/DC 187-0831
06010.1-00 100W 12 to 30V AC/DC 187-0832
06020.1-00 150W 12 to 30V AC/DC 187-0833

Mtg. Price Per Pack

H Dia. Hole Dia. Order Code 1+ 5+ 10+ 25+

Type 1
10 15.9 1.6 320-237●

10 19.1 3.5 320-249●

10 22.2 3.5 320-250●

Type 2 1+ 5+ 10+ 25+
12.5 37.5 5.5 606-017●

Earth Continuity Kit

Mftrs. Price Each

List No. Order Code 1+ 10+ 25+ 50+

L44 II 125-6244●

L43 II 125-6246●

L24 II 125-6247●

L12 II 125-6248●

PENTAGON

Price Each

Mftrs. List No. Order Code 1+ 5+ 10+ 25+

06040.0-00 187-0822●

06030.0-00 187-0823●

06040.1-00 187-0824●

06030.1-00 187-0825●

Inspection Windows

219590

Ventilators

218843

Touch-Safe Small Heater

Touch-Safe Heater

Immersion Proof Breather
Ì Prevents pressure build up due to water spray or im-

mersion
Ì Suited to enclosures subjected to temperature, alti-

tude or barometric variations
Ì Typical flow rate of 150cc/min

Ì Vitreous enamel heating element
Ì Mounted in a 1mm nickel plates steel frame
Ì 3 sided removable cover ensures ease of wiring
Ì Earth points and 6mm cable grommets at both ends
For Information
Ì The recommended power required is 10W/M2 surface area of the enclosure (excl.floor)
Ì Unit should be mounted horizontally on the rear of the enclosure with terminals at bot-

tom

Ì Five earthing straps to provide a basic rack
frame with earth bonding of panels, doors
etc.

Ì Supplied with all associated fittings ie, Bolts,
Nuts, Washers and Connectors to facilitate
full installation

IP65, Polycarbonate

CS 060 Series

446495

CSK 060 Series

Humidity Control

Ì Low surface temperature
Ì Double insulated (plastic housing)
Ì Wide voltage range
Ì Dynamic heating up
Ì Clip fixing

Ì Low surface temperature

H=65, W=60, L=60 (20W)

The heaters are used in enclosures
where condensation is to be prevented
or the temperature may not fall below a
minimum value. In this way corrosion

Ì Quick mounting due to clip fixing
Ì Double insulated (plastic)
Ì Wide voltage range
Ì Small size

L=110 (40W & 60W), L=185 (80W & 100W)

is avoided and an even temperature is ensured. The heaters
are designed for permanent operation. 

Touch-safe heater for the use in enclosures with electrical/elec-
tronical components. The design of the heater supports the natu-
ral convection which results in a high air-current of warm air.
The surface temperatures on the accessible side surfaces of the
housing are kept down as a result of the heater design. The
heaters are designed for permanent opperation.

623962

Dimensions: H=98, W=38, D=75mm

Dimensions: H=110, W=60, D=90mm
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Enclosure Accessories - continued

Touch-Safe Heater - continued
CS 060 Series - continued

INTELLIGENT ONLINE BUYING
SYSTEM PROVIDING

Dimensions (50W): H=110, W=60, D=90mm

Operating voltage 230VAC, 50/60Hz
Heating element PTC heating element
Surface temperature 150W/250W: 50°C max., except upper protective grille

400W: 65°C max., except upper protective grille at 20°C ambient
temperature

Connection 2-pole clamp max. 2.5mm2 (CSL 028 with strain relief), clamping
screw torque 0.8Nm max.

Casing Plastic according to UL94 V-0, black
Mounting Clip for 35mm DIN rail, EN 60715 or screw fixing (Ø 5.3mm)
Fitting position Vertical airflow (air outlet up)
Operating / Storage temperature -45°C to +70°C
Protection class IP20
Protection type II (double insulated)

Dimensions (100W): H=110, W=60, D=90mm
Dimensions (150W): H=150, W=60, D=90mm

Complete cost control, reduced
administration time, visibility of your
spend, flexibility and personalised to
your company’s needs.
farnell.com/ibuy

Mftrs. Heating Inrush Pre-fuse
List No. Capacity Current Max. T (time-delay) Dimensions Order Code

Clip Fixing
02800.0-00 150W 12A 6.3A 75 x 65 x 90mm 187-0840
02811.0-00 250W 9A 6.3A 90 x 85 x 111mm 187-0843
02810.0-00 400W 15A 10A 90 x 85 x 111mm 187-0845

Screw Fixing
02800.0-01 150W 12A 6.3A 75 x 65 x 90mm 187-0842
02811.0-01 250W 9A 6.3A 90 x 85 x 111mm 187-0844
02810.0-01 400W 15A 10A 90 x 85 x 111mm 187-0846

Price Each

Mftrs. List No. Order Code 1+ 5+ 10+ 25+

06000.0-00 187-0826●

06010.0-00 187-0827●

06020.0-00 187-0829●

06000.1-00 187-0831●

06010.1-00 187-0832●

06020.1-00 187-0833●

Price Each

Mftrs. List No. Order Code 1+ 5+ 10+ 25+

02800.0-00 187-0840●

02800.0-01 187-0842●

02811.0-00 187-0843●

02811.0-01 187-0844●

02810.0-00 187-0845●

02810.0-01 187-0846●

Heating element PTC resistor - temperature limiting
Surface temperature <80°C, except upper protective grille
Connection 2-pole terminal 2.5mm2, torque 0.8Nm max.
Casing Plastic according to UL94 V-0, black
Mounting Clip for 35mm DIN rail, EN 60715
Fitting position Vertical airflow (air outlet up, connection on bottom)
Operating / Storage temperature -40°C to +70°C / -45°C to +70°C
Protection class IP20
Protection type II (double insulated)

Compact Semiconductor Fan Heater

Mftrs. Heating Inrush Pre-fuse Air Outlet Switch Off Switch On
List No. Capacity Current Max. T (time-de-

lay)
Temperature Temperature Temperature

Order Code
06001.0-00 50W 2.5A 4A +86°C +15°C +5°C 187-0834
06002.0-00 50W 2.5A 4A +86°C +25°C +15°C 187-0835
06011.0-00 100W 4.5A 8A +120°C +15°C +5°C 187-0836
06012.0-00 100W 4.5A 8A +120°C +25°C +15°C 187-0837
06021.0-00 150W 8A 8A +145°C +15°C +5°C 187-0838
06022.0-00 150W 8A 8A +145°C +25°C +15°C 187-0839

CS 028/CSL 028

Price Each

Mftrs. List No. Order Code 1+ 5+ 10+ 25+

06001.0-00 187-0834●

06002.0-00 187-0835●

06011.0-00 187-0836●

06012.0-00 187-0837●

06021.0-00 187-0838●

06022.0-00 187-0839●

Ì Small, compact design
Ì Quiet in operation
Ì Dynamic heating up
Ì Clip or screw fixing

Touch-Safe Heater - Intergrated T/Stat

Fan heater prevents formation of condensation and pro-
vides an evenly distributed interior air temperature in en-
closures with electric/electronic components. The heater is
connected using the internal terminal connectors The
small size of the CS 028/CSL 028 makes it ideal for use in
enclosures where space is at a premium.

CSF 060 Series
Ì Low surface temperature
Ì Integrated thermostat
Ì Quick mounting due to clip fixing
Ì Double insulated (plastic)

623979

623975

Ì Wide voltage range
Ì Small size

Touch-safe heater for the use in enclosures with electrical/elec-
tronical components. The design of the heater supports the nat-
ural convection which results in a high air-current of warm air.
The surface temperatures on the accessible side surfaces of the
housing are kept down as a result of the heater design. This
model with plug-in thermostat does not require additional wiring.
The heaters are designed for permanent operation.

623976
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1000 + 1
Schroff offers an extensive range 

of standard products. The standard 

components allow versatile 

combinations, letting you implement 

a range of versions varying in height, 

width and depth, simple and cost 

effective and with none of the costs 

associated with design outlay.

Cases from Schroff

Solutions for your electronics1000 + 1
Schroff offers an extensive range 

of standard products. The standard 

components allow versatile 

combinations, letting you implement 

a range of versions varying in height, 

width and depth, simple and cost 

effective and with none of the costs 

associated with design outlay.

Cases from Schroff

Solutions for your electronics

www.schroff.bizpentairtechnicalproducts.com
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