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Loudspeakers - Component

Amplifiers and Mixers

AV Signal Distribution

Page Page

Price Each

Order Code 1+ 5+ 10+ 25+

425-9658

STA-500
Output power
Stereo 4Ω 2x 200 Wrms
Stereo 8Ω 2x 125 Wrms
Max power 600 Wmax

General
Inputs 1.3V / 55kΩ
Frequency Range 10Hz - 20kHz
S/N ratio 64dB
Crosstalk attenuation >55dB
THD 0.05%
Connections 2x XLR bal., 2x 6.3mm jack bal, 2x speaker

2x pair of screw terminals
Power supply 230V/50Hz/1500VA
Dimensions 482 x 95 x 300mm
Weight 9.3kg

Mftrs. Price Each

List No. Order Code 1+

HD-SW104 194-7858●

1 to 7 Video Distribution Amplifier

Price Each

Description Order Code 1+ 5+ 10+

2-to-1 Switch 150-6267
4-to-1 Switch 150-6268

Audio Visual - Equipment & Accessories

Output Power 2x60W rms (4Ω) S/N Ratio >70dB
2x50W rms (8Ω) Power Supply 230V ∼ 50Hz / 310VA

Inputs 1V (7V Max.)/20KΩ Dimensions (WxHxD) 420x88(2U)x250mm
Frequency Range 10Hz to 20KHz Weight 7Kg

Price Each

Description Order Code 1+ 3+

Amplifier 509-4896

Adaptors . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2979 Headphones. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2973
Amplifiers & Mixers . . . . . . . . . . . . . . . . . . . . . . . . 2971 Loudspeakers - Cabinet . . . . . . . . . . . . . . . . . . . . 2973
AV Faceplate Kits & Accessories . . . . . . . . . . . . 2978 Loudspeakers - Ceiling/In-Wall. . . . . . . . . . . . . . 2973
AV Signal Distribution . . . . . . . . . . . . . . . . . . . . . . 2971 Loudspeakers - Component . . . . . . . . . . . . . . . . 2971
Cable Assemblies. . . . . . . . . . . . . . . . . . . . . . . . . . 2973 Microphones & Accessories . . . . . . . . . . . . . . . . 2973

Mftrs. Price Each

List No. Order Code 1+ 3+ 5+

STA-500 102-6725

4-Way HDMI Switch with Remote

A compact, composite video distribution ampli-
fier, that is ideal for driving multiple TFT LCD
monitors from a single input from a VCR, DVD,
TV tuner ot other composite video source.

HDMI Switches

Overall dia 50mm dia. 66mm dia. 86mm dia.
Depth 18mm 20mm 30mm
Gasket Rubber Card Rubber
Max. power 2W 3W 8W
Rated power 1W 1.5W 8W
Impedance 8Ω 8Ω 8Ω
Frequency response 350Hz-7kHz 350Hz-4.5kHz 450Hz-4kHz
Cone diameter 45 59 79
Weight 50g 60g 250g
Fixing centres — — 100dia
Terminal type Solder Tag Solder Tag Solder Tag

Stereo Power Amplifier

Price Each

Dimensions Order Code 1+ 10+ 25+ 100+ 500+

50mm dia.S050M 107-297▲

66mm dia.S066M 107-298▲

87 x 87mmBDM8760F-RX 107-299▲

Ì Splits amd amplifies a composite video sys-
tem to avoid signal degradation

200W Stereo Power Amplifier

650482

494397

Ì Ideal for vehicle, caravan and boat entertainment systems
Ì Phono (RCA) type connectors
Ì Requires a 10 to 30 V dc input and can be used with a mains 12V dc, 500mA adaptor
Ì Dimensions (WxHxD): 83x25x64mm

A 200W stereo power amplifier de-
signed without a fan for silent run-
ning. Ideal for use with near field
monitors or small sound reinforce-
ment and recording applications.

Common Features:
Ì Speaker switch-on delay
Ì 2 level controls
Ì Ground lift switch
Ì Fan-cooling
Ì Protected against short circuit, overheating and DC voltage overlay at the ouputs due to

protective circuit with LED indication

Ì Inputs: 2x or 4x HDMI 19-pin female inputs
Ì Outputs: 1x HDMI 19-pin female output
Ì Easily switch between two or 4 signal sources for

display on a single screen
Ì Supports all HDTV formats including 720p, 1080i

and 1080p
Ì HDMI and HDCP compliant
Ì Push button input selection
Ì No power supply required

Mylar� Cone Speakers

Contents: Switch, ac adaptor, remote and user guide

245985

Three loudspeakers with a water resistant transparent Mylar cone making them ideal for
portable or exterior equipment where moisture ingress is a problem. The 50mm and 87mm
versions have a rubber sealing gasket and polyester suspension giving a high degree of
water resistance. The 66mm gasket is a compressed card and should only be regarded as
splashproof.

Ì Intelligent amplified 4-way HDMI switch
Ì Switches between HDMI sources when they are

plugged in, removed or switched off
Ì Supports resolutions up to 1080p 
Ì HDMI 1.3b and HDCP compliant
Ì Selection via touch button or remote

Additonal Features: STA-500
Ì 1 LED per channel for overload (clip)

Ì Silent operation (due to design without fan)
Ì Anti-thump speaker switch-on delay
Ì Short circuit and overheat protection
Ì Independent level controls
Ì Clip LED for each channel

417048

Ì 482mm (19") rack installation
Ì RCA and 6.3mm jacks for inputs
Ì 6.3mm jacks and spring-loaded

speaker terminal outputs

Other applications include speech synthesis and alarm panels.

STA Series

203857

339364.276214

Ø = 50, T = 18 PCL50M-2 H = 87, B = 87, T = 32 PCL85M
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100mm Twin Cone Speaker

Loudspeakers - Component - continued

Waterproof

Waterproof

5095505
10W RMS, 15W max.

4Ω
130Hz-20kHz

Rated Power 2W
Nominal Impedance 8Ω
Frequency response 255Hz-15kHz
Output sensitivity 88± 2 dB
Overall diameter 61mm
Speaker weight 133g

Power Rating 8W RMS, 15W max.
Impedance 4 or 8Ω
Frequency Response 200Hz to 20kHz
SPL 88dB
Overall Dimensions (WxHxD) 66.5x66.5x31mm
Cutout Ø61mm

Power Rating 30W RMS, 50W max.
Impedance 8Ω
Frequency Response 70Hz to 15kHz
SPL 84dB
Overall Dimensions (WxHxD) 77 x 77 x 50mm
Cutout Ø73mm

Standard Shielded
Power Rating 2W RMS, 5W max.2W RMS, 5W max.
Impedance 4 or 8Ω 8Ω
Frequency Response 150Hz to 20kHz 200Hz to 20kHz
SPL 84dB 80dB
Overall Dimensions (WxHxD) 50x50x25mm 50x50x25mm
Cutout Ø44mm Ø45mm

Size 4" (100mm)
Power Rating 20W RMS, 30W max.
Impedance 4 or 8Ω
Frequency Response 80Hz to 20kHz
SPL 86dB
Overall Dimensions (WxHxD) 105x105x44mm
Cutout Ø100mm

Mftrs. Price Each

List No. Order Code 1+ 10+ 25+

SC 8 509-5529

Mftrs. Price Each

Impedance List No. Order Code 1+ 10+ 25+

8 ohm FR 8 509-5505

Ì Polypropylene coated paper cone
Ì Mylar secondary high frequency cone
Ì Black powder chassis

Mftrs. Price Each

Impedance List No. Order Code 1+ 10+ 25+

8 ohm FR 10 509-5542

Price Each

Order Code 1+ 5+ 10+ 25+ 100+

134-0224

Power Rating 1 Watt
Impedance 8Ω / 50Ω
Frequency Response 300Hz to 20000Hz
SPL 77dB
Overall Dimensions 36mm
Cutout 31mm

Power Rating 1 Watt
Impedance 8Ω / 50Ω
Frequency Response 300Hz to 20000Hz
SPL 75dB
Overall Dimensions 28mm
Cutout 21mm

Mftrs. Price Each

Impedance List No. Order Code 1+ 10+ 25+

4 ohm FRS 7 509-5487

Mftrs. Price Each

Impedance List No. Order Code 1+ 10+ 25+

4 ohm FRWS 5 509-5402
8 ohm FRWS 5 509-5414

Power rating (RMS) 15W
Nominal impedance 8Ω
Frequency response 90Hz-16kHz
Output sensitivity 88dB
Overall diameter 100mm
Speaker weight 627g

Price Each

Impedance Order Code 1+ 10+ 25+

8Ω 167-5520●

50Ω 167-5521●

Price Each

Impedance Order Code 1+ 10+ 25+

8Ω 167-5522●

50Ω 167-5523●

2" Mini Speakers – Full Range
4" Full Range Speaker – Dual Cone

21⁄2" Mini Speaker – Full Range

3" (Ø80mm) Full Range Speakers

3" Ø80mm Full Range Speaker – Shielded

61mm Paper Cone Speaker

36mm Full Range Speaker

Mftrs List No. 59-AM100.01F

Miniature, full range speakers with good bass repro-
duction. Suitable for use as built-in speakers for music
reproduction and as a driver for 100V speaker systems.

28mm Full Range Speaker

Ì Inverted rolled cloth edge
Ì Optimised for vocal range

A miniature, full range speaker with cellulose cone, rub-
ber surround and magnet shielding. Ideal for small 2-
way speaker combinations in surround speakers and
multimedia systems and also in video monitoring and
computer systems.

A high quality, powerful miniature speaker with a very
good treble and outstandingly high efficiency for its size.
Suitable for use as a built-in driver for music reproduc-
tion and as a driver for 100V speakers. Available in 4
and 8Ω versions. 

A full range driver speaker with good bass reproduction
characteristics, galvanised, lacquered basket, balanced
frequency response and high efficiency. Suitable for
use as built-in speakers for music reproduction, car hi-
fi and as a driver for 100V network speakers.

Powerful miniature speakers with square baskets, soft
surrounds and special lightweight cones. The speakers
give excellent, full range sound reproduction, plastic dia-
phragms and baskets and a slim design. The speakers
are suitable for use as midrange drivers in column speak-
ers, hi-fi applications and 100V line sound reinforcement
systems. Available in 4Ω , 8Ω and 8Ω magnetically
shielded versions.

Balanced frequency response and good voice reproduction.
Particularly well suited to outdoor applications and where
ambient conditions are unfavourable (High humidity)

Full Range Speaker - 4" 10W

339725.260342

203868

339697.260329

224302

339700.260335

Balanced frequency response and good voice reproduction.
Particularly well suited to applications in very small devices

339732.260357

339719.273567

526731

Price Each

Order Code 1+ 5+ 10+ 25+ 100+

453-134▲

526734

A twin polypropylene cone car speaker with rolled polyurethane air suspension industry
standard size for easy fit /replacement. The moisture resistant cones make the speakers
ideal for automotive applications.

A=105, B=128, Depth=48.3

C=Fixing Centres 115.7
4 x Fixing Slots 5 x 9.25

D=Front/Rear Fixing 101.5
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Loudspeakers - Cabinet

Output Power 20W RMS, 35W max
Frequency Range 100Hz to 12kHz
Impedance 8Ω
Dimensions – Grille Ø190mm
Cut-out Ø160mm
Mounting Depth 54mm

Microphones and Accessories

Headphones and Accessories

Marine Speakers

Loudspeakers - Ceiling/In-Wall

Cable Assemblies

FOR SUITABLE SPEAKER GRILL SEE THIS PAGE

Price Each

Order Code 1+ 10+ 25+ 50+

867-0811

Order Code Termination Frequency Response Sensitivity Impedance Dimensions (LxDia.)
426-3947 XLR Socket 200Hz to 12kHz 2.2mV/Pa/1kHz 500Ω 385x Ø28mm

Price Each

Description Order Code 1+ 10+ 25+ 50+

5 Core Cable 419-4238

Price Each

Order Code 1+ 5+ 10+ 25+

426-3947

Drive Unit Impedance Frequency Response Sensitivity
27mm Colbolt Speaker 32Ω 20Hz to 20kHz 105dB

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 371-2436
1.5m 371-2151
2m 371-2199
3m 371-2394
5m 371-2448

Power Handling 200 W
Frequency Response 70Hz to 20Hz
Sensitivity 87dB
Impedance 8Ω
Dimensions (WxHxD) 155 x 230 x 140mm
Weight 2.4kg

Ceiling Speaker – 8Ω

Price Per Pack

2 Per Pack Order Code 1+ 5+ 10+

4" 746-253

Rated power 10W (25E) Peak Magnet material Barium Ferrite
Impedance 4Ω Magnet Weight 158gm
Frequency response 105Hz-20kHz Speaker Weight 490g
Resonant Frequency 105Hz Blade terminals 6.35mm (+) 4.8mm (-)
Output sensitivity (S.P.L) 87dB

S-Video ,4-Pin Mini Din Leads

Ì Splash proof speakers
Ì Non rust plastic housing
Ì Flexible speaker grilles
Ì Dual polypropylene speaker cones

Price/Pair

Colour Order Code 1+ 5+

Black 102-6737

4" Speaker Grilles

Curly Microphone Cable

Type Impedance Frequency Response Sensitivity
Condenser 2.2kΩ 200Hz to 4kHz -62dB

A round ceiling speaker for
mounting into ceilings or
panels. The speaker con-
sists of a metal grille, 5"
wide range speaker and is

Rated Freq. Resonant Output
Order Code Size Power (RMS) Response Frequency Sensitivity

746-277 102mm (4") 20W 120Hz-17kHz 122Hz 85dB
746-289 152mm (6") 30W 90Hz-17kHz 87Hz 90dB

Cable for connecting microphones
to radio communication, audio/vi-
sual and other equipment. The ca-
bles are supplied with bare ends.
4256372: 2 core balanced cable in
one shielding. Length: 0.8 to 5m.
4194238: 5 core cable, of which
one is screened. Length: 0.9 ro 6m

Price Each

Order Code 1+ 10+ 25+ 50+

371-1420

Metal mesh grilles bonded into a plastic
frame suitable for 4" speakers.

Gooseneck Microphone

quick and easy to fit. 

Price Each

Order Code 1+ 5+ 10+ 25+

745-613▲

Ultra-Compact Monitors

246205

203879

Stereo Headphones with Microphone

246202

203858

An industry standard, compact cabinet speaker for do-
mestic hi-fis, pubs and restaurants. The speakers have
rugged, moulded cabinets and removable grilles.

383378.260844

A range of gooseneck microphones either ter-
minating in 3-bare wire ends or with a bal-
anced XLR plug.

Price Each

Size Order Code 1+ 4+ 10+ 25+

102mm (4") 746-277▲

152mm (6") 746-289▲

A pair of headphones with an adjustable headband and
flexible boom microphone. The boom microphone can be
turned through 360° allowing the microphone to be posi-
tioned at either side of the head. Supplied with 1m cable
with 2 x 3.5mm Jack connector termination.

249170

Ì 5 1⁄4" bass/mid-range driver
Ì 1⁄2" Titanium dome tweeter
Ì Magnetically shielded for use near TVs or monitors
Ì Exceptional, full range performance
Ì Integral fittings for wall brackets

H=112, W=112, D=13

417076.260727

426-3947

Headphones

Microphone

219560

Control One

246200
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Cable Assemblies - continued

Price Each

Order Code 1+ 4+ 8+ 16+ 32+ 48+

887-663

Lead Price Per Pack

Length Order Code 1+ 5+ 10+ 25+ 50+

0.3m 887-729
0.6m 888-448

Price Each

Length Order Code 1+ 25+ 50+ 100+

Mono
2m 430-0040

Stereo
1m 425-8356

1.2m 371-2217
2m 425-8381
3m 371-1730
5m 371-1742
7m 425-8666
10m 425-8368
15m 425-8370
20m 425-8678
25m 425-8680

Price Each

Length (Max.) Order Code 1+ 10+ 25+ 100+

1m 371-2424
4m 371-2308

Price Each

Description Order Code 1+ 5+ 10+ 25+

1m 121-9360●

2m 121-9361●

Guitar Leads 1⁄4" Jack 6m

Price Each

Length Order Code 1+ 10+ 25+ 100+

Mono
1.2m 371-2242
5m 371-2539

Stereo
1.2m 371-2278
2m 425-8496
5m 371-2527
7m 425-8502
10m 425-6645

Patch Lead Kit 1⁄4" Jack

Microphone XLR Leads - Professional 

3.5mm Jack to Bared Ends - 3 Core Cable

Price Each

Length Order Code 1+ 5+ 10+ +

Black Connectors
1.5m 425-9348
3m 425-9350
6m 425-9361
10m 425-9373
20m 425-9397

Nickel Connectors
1.5m 862-9358
3m 862-9366
6m 862-9374
10m 862-9382
15m 862-9390

Mono and stereo connections, with
either mono or stereo 3.5mm Jack
plug to 2 x Phono plugs.

246434

SOUNDLAB

SOUNDLAB

3.5mm Stereo Jack Extension Leads

Leads 3 and 5m

3.5mm stereo jack socket to plug
leads with coiled cable.

203898

Mono 3.5mm Jack Plug to
Mono 3.5mm Jack Plug

246437

203896

XLR Microphone Leads

Features gold plated, right angle 3-pole jack
plugs and 3 core straight cable.

Ì Set of 6 coloured patch leads in two lead lengths
Ì Terminated in moulded on 6.35mm right angle jack plugs
Ì 1 each of red, blue, green, white, yellow, black
Ì Suitable for guitar foot switches and effects pedals

Ì Pins connections: 1:1, 2:2 and 3:3
Ì Black or Nickel XLR connectors

Mono and Stereo 3.5mm Jack Plug to
2 x Phono Plugs

246433

Ì Professional quality
Ì Double screened coaxial cable
Ì Oxygen free copper conductors
Ì Moulded on strain relief
Ì Noiseless, neoprene sheathed flexible cable
Ì Heavy duty brass mono plugs 6.35mm (1⁄4")

246435

Ì 3-Pin XLR plug to socket microphone leads
Ì Tough, two core screened cable
Ì Cable diameter: 6mm

6 Colours 0.3m and 0.9m

High Quality

246449
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2 x Phono Plugs to 2 x Stackable phono Plugs

Price Each

Length Order Code 1+ 10+ 25+ 100+

Ø4mm Cable
1m 425-8423
2m 425-8435
3m 425-8460
7.5m 425-8472
10m 425-8484

Ø5mm Cable
1m 425-8447
2m 425-8459

Price Each

Length Order Code 1+ 10+ 25+ 100+

1.2m 371-2205
2m2 425-8563
3m 425-8575
5m 371-2230
10m 425-6803
15m 425-8587

Price Each

Length Order Code 1+ 5+ 10+ 25+

3-Pin XLR
1.5m 425-9282
3m 425-9294

5-Pin XLR
1.5m 425-9403
10m 425-9439

High quality braided Toslink cables.

Price Each

Length Order Code 1+ 10+ 25+ 100+

1.2m 371-2140
2m 371-1869
3m 371-1705
5m 371-1717
15m 425-8393
25m 425-8400

Lead Colour Price Each

Length (m) (Lead) Order Code 1+ 5+ 10+

Nickel
3 Red 724-660●

3 Yellow 724-683●

3 Blue 724-725●

3 Black 724-701●

Black Chrome
5 Red 724-671●

5 Blue 724-737●

5 Black 724-713●

Digital XLR Plug to Socket Leads

Allows more than one phono connection to be added to a single L+R audio input.

Scart Plug to Scart Plug

Phono Plug to Phono Plug

TOSLink Optical Leads

Phono Plug to Plug Lead - Coaxial

A range of digital AES-EBU, 100Ω
XLR cables for DMX512 lighting and
other digital signal transmission ap-
plications where low signal distortion
is required. Available in 3-pin or 5-
pin types which are wired 1:1, 2:2
etc.

246428

21 pins connected. standard cable.
Video and Stereo audio.

Price Each

Length Order Code 1+ 10+ 25+ 100+

2m 425-6736
3m 425-6748

For mono audio connections

A range of TOSLink plug to plug optical leads available with either Ø4mm or Ø5mm
cable.

A composite video or digital audio
connection lead manufactured from
RG59 cable, 75Ω coaxial cable.

Cable Cable Connector Type Mftrs. Order
Length Type A B Colour List No. Code

1m TOSLINK Plug TOSLINK Plug Yellow STA-F001-1M 186-7782
3m TOSLINK Plug TOSLINK Plug Yellow STA-F001-3M 186-7783
5m TOSLINK Plug TOSLINK Plug Yellow STA-F001-5M 186-7784
10m TOSLINK Plug TOSLINK Plug Yellow STA-F001-10M 186-7785

246450

246208

246209

246207

Price Each

Order Code 1+ 10+ 25+ 50+

186-7782●

186-7783●

186-7784●

186-7785●

High quality leads for microphones and other professional audio applications. The leads
utilise highly flexible, single lap screened cable and are terminated with a 3-pole NEUTRIK
plug and socket at either end with nickel or black chrome plated bodies and silver plated
contacts.

203894

625921

TOSLINK - TOSLINK Cables
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Connector Type
A B

HDMI Plug DVI-D Plug

Cable Assemblies - continued

Scart Plug to Scart Plug - continued

Price Each

Length Order Code 1+ 10+ 25+ 100+

0.75m 371-1973
1m 371-1614
1.5m 371-2047
2m 371-4184
3m 371-2059
5m 371-2060
10m 371-1626
15m 425-8691

Price Each

Length Order Code 1+ 5+ 10+ 25+

3-Way RGB
3m 425-9452
6m 425-9464

5-Way RGB + Sync
1.5m 425-9476
3m 425-9488

Price Each

Length Order Code 1+ 10+ 25+ 100+

Audio Video IN
1.5m 371-2102

Direction Switchable
3m 371-1675
5m 371-1687

Price Each

Length Order Code 1+ 5+ 25+ 100+

1m 425-7315
1.5m 425-7327
2m 425-7339
3m 425-7340
5m 425-7352
10m 425-7364
20m 425-7388

Order Price Each

Length Code 1+ 10+ 25+ 50+

Nickel Plating
2m 127-7667●

Gold Plating
181-3133●

3m 181-3135●

5m 181-3136●

10m 181-3137●

Price Each

Length Order Code 1+ 10+ 25+

0.5m 127-7668●

1.5m 127-7669●

2m 127-7663●

3m 127-7664●

5m 127-7665●

7m 127-7670●

10m 127-7666●

15m 127-7671●

Price Each

Description Order Code 1+ 10+

Plug to Plug
2m 128-6378
3m 128-6379
5m 128-6380
10m 128-6381
15m 128-6382
20m 128-6388
30m 128-6391
40m 128-6392

Plug to Socket
2m 128-6383
3m 128-6384
5m 128-6385
10m 128-6386
15m 128-6387
20m 128-6393

HDMI Plug to Plug Leads

S-VGA Leads - Black

RGB BNC Leads

HDMI Plug to DVD-D Plug Lead

Scart Plug to 3 x Phono Plugs

BNC Plug to BNC Plug - RG59 Cable

HDMI Plug to Plug Leads

447600.411329

For stereo L+R plus video connections. Signal directions as stated.

544383.431110

A range of BNC plugs for video interconnections. Man-
ufactured from RG59, 75Ω cable.

447601.411330

449867.276439

Professional RGB video leads with 75Ω coax-
ial cable and BNC plugs. Available in standard
3-way or 5-way including Sync connections.

246454

Ì Pure copper conductors
Ì Suitable for Digital TV interconnects

Ì HDMI Specification

246530

246524

High quality SVGA plug to plug and plug to
socket leads suitable for PC to SVGA monitor
connections. Pure copper conductors.

246531
Ì HDMI Specification compliant
Ì Moulded HDMI 19-pin plug to plug
Ì Gold plated contacts
Ì Suitable for Digital TV interconnects

Version 1.1 compliant
Ì Moulded HDMI 19-pin plug to DVD-D plug
Ì Pure copper conductors
Ì Suitable for Digital TV interconnects
Ì Black PVC outer insullation

Ì HDMI Specification compliant
Ì Moulded HDMI 19-pin plug to plug
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Hi-Fi HQ Range - Bulk Packed

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 425-8824
2m 425-8836
3m 425-8848
5m 425-8850
10m 425-8861

High quality audio visual connection leads with gold plated brass contacts, silver finished
connector bodies and OFC, high quality cables. Ideal as upgrades to ’in-the-box’ connec-
tion leads.

Price Each

Cable Length Order Code 1+ 3+

1m 173-4852●

1.5m 173-4853●

2m 173-4855●

3m 173-4856●

5m 173-4857●

7m 173-4858●

10m 173-4859●

15m 173-4860●

20m 173-4861●

Price Each

Length Order Code 1+ 5+ 25+ 100+

1m 425-7406
2m 425-7418
4m 425-7420
6m 425-7431

HQ 3.5mm Jack Plug to Plug Leads

246533

Price Each

Description Order Code 1+ 5+ 10+ 25+

4-Way to 6-Way
1.8m Black Cable 425-7870
3m Black Cable 425-7881
6-Way to 6-Way
1.8m Black Cable 425-7900
4.5m Black Cable 425-7911●Price Each

Length Order Code 1+ 3+

2m 150-6272
3m 150-6273
5m 150-6275
7.5m 150-6276
10m 150-6277

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 425-8873
2m 425-8885
3m 425-8897
5m 425-8903

Mftrs. Cable Price Each

List No. Length Order Code 1+ 5+ 10+

2409-1 1m 208-2922●

2409-2 2m 208-2923●

2409-3 3m 208-2924●

2409-5 5m 208-2926●

Manufacturers Part Number Connector A Connector B Length Order Code
2409M-2 Mini DisplayPort Plug DisplayPort Plug 2m 208-2933
2409M-3 Mini DisplayPort Plug DisplayPort Plug 3m 208-2934

2409MM-2 Mini DisplayPort Plug Mini DisplayPort Socket 2m 208-2935
2409MM-3 Mini DisplayPort Plug Mini DisplayPort Socket 3m 208-2936

2409MF-0.15 Mini DisplayPort Plug Mini DisplayPort Plug 0.15m 208-2938
2409MF-2 Mini DisplayPort Plug Mini DisplayPort Plug 2m 208-2939

IEEE1394 Firewire DV Leads

HQ Phono Plug to Phono Plug

HQ TOS Link Optical Leads

Mftrs. Price Each

List No. Order Code 1+ 5+ 10+

2409M-2 208-2933●

2409M-3 208-2934●

2409MM-2 208-2935●

2409MM-3 208-2936●

2409MF-0.15 208-2938●

2409MF-2 208-2939●

A range of audio leads with 3.5mm
Jack type connections. Feature gold
plated contacts and OFC cables.

Flat HDMI Leads

Display Port Cables

High quality lead with Phono (RCA) plug type
connections for mono audio or composite
video connections. Feature gold plated con-
tacts and OFC cable.

A range of Optical leads for digital
audio interconnections. The TOS type
plugs have an attractive silver finish
and gold plated inner pins.

Mini Display Port Cable Assemblies

246534

2409 Series

This range of IEEE1394 and DV firewire leads are ideal for audio/video systems, camcor-
der and computer interconnections.

494402

2409M Series

246535

246538

246206

Male to Male cable assemblies
designed to connect devices that
feature a display port connector.
Supports high definition as well

Ì HDMI Plug to HDMI Plug leads with flat low
profile cable

Ì 99.96% OFC
Ì Superior screening
Ì Flexible strain relief design
Ì 24k Gold plated conductors

as multichannel digital audio.

Mini DisplayPort to Display Port cables are designed to be used to connect equipment that
feature the mini DisplayPort connector to a standard Display Port connected host. They
support high definition video as well as multi channel digital audio

Ì Supports pure digital direct HD video and audio
from source

Ì Supports resolutions up to 2560 x 1600 and 1080p
Ì Fully moulded connectors provide tamper free du-

rable design
Ì Available in 1, 2, 3 and 5m lengths

Ì Supports pure digital direct HD
video and audio from source

Ì High performance cables fea-
turing Mini DisplayPort to Dis-
playPort connection

Ì Designed to improve digital display connectivity
Ì Fully moulded connectors provide tamper free du-

rable design
Ì Various lengths and connector configurations

available

653262

653264
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Av Faceplate Kits & Accessories Cable Assemblies - continued

Price Each

Cable Length Order Code 1+ 3+

Single Gang Faceplate Kits
10m 177-2626●

15m 177-2627●

20m 177-2628●

Price Each

Length Order Code 1+ 10+ 25+ 50+

1m 426-0132
1.5m 426-0004
2m 426-0016
3m 426-0028
5m 426-0030

Price Each

Length Order Code 1+ 10+

10m 177-2631●

15m 177-2632●

20m 177-2633●

Price Each

Order Code 1+ 10+

177-2622●

VGA Faceplate Coupler Lead

VGA to Ferrule Leads

Price Each

Length Order Code 1+ 3+

Male to Male
1m 169-8026●

3m 169-8027●

5m 169-8028●

20mm 177-2623●

Male to Female
1m 169-8022●

3m 169-8024●

5m 169-8025●

20m20m 177-2625●

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 425-8927
3m 425-8940
5m 425-8952
10mm 425-8964

AV Faceplate Kits

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 430-0725
2m 430-0737
3m 430-0749
5m 430-0750
10m 430-0762

Price Each

Length Order Code 1+ 10+ 25+ 100+

1m 425-8988
2m 425-6797
3m 425-8990
5m 425-9002

HQ Scart Plug to Plug Lead

HQ 2 x Phono Plug to Plug Leads

HQ 3 x Phono Plug to Plug Lead

Low Profile VGA Leads

HQ 4-pin Mini DIN Plug to Plug
Ì A short 100mm long, low profile faceplate cable with hex locks to

fit on to faceplates
Ì Ideal for custom AV installations

600994.472784

A range of leads with ergonomic, all-metal Scart plug type connections with all 21-pins
interconnected. Features gold plated contacts and flat OFC cables.

600996.472756

High quality leads with 2 x Phono
(RCA) type plugs for stereo audio in-
terconnections. Features colour cod-
ing, gold plated contacts and OFC
cables.

Ì Single or Double gang face-
plate kits with an option for

A range of video leads with metal S-VHS vid-
eo plugs and gold plated contacts. Manufac-
tured from fully shielded, high definition cable.

601000.555832

Ì Easy to Install Male VGA-to- Ferrule Free End cable
assemblies

Ì Ideal for use with AV Faceplates or Solderless VGA
Modules

Ì Allows VGA cable to be routed through tight spaces
and quickly terminated at faceplate without the need
for solder

Ì Cables consist of 3 coax cores, 5 signal wires plus a
screen wire

246541

601001.472778

High quality leads with 3 x Phono
(RCA) type plugs for composite vid-
eo and stereo audio interconnec-
tions. Feature colour coding, gold
plated contacts and OFC cables.

246536

10, 15 or 20m cable lengths
Ì Single-Gang AV Plate includes 1 x solderless

VGA socket, 4 x RCA audio sockets, 1 x RCA
video socket, and comes with 1 x VGA cable, 2
x Twin RCA audio cables & 1 x RCA video cable

Ì Metal thumbscrews for secure connec-
tion

246537

246539

Ì VGA plug to plug and plug to socket leads
Ì Moulded low profile connectors

Cable and Faceplate Assembly
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Adaptors

Price Each

Socket Plug Order Code 1+ 10+ 50+ 100+

2 x Phono Phono 121-9355

Price Each

Description Order Code 1+ 5+ 10+

10M 127-7631
15M 127-7630

Price Each

Description Order Code 1+ 5+

Empty Floor Box 177-2635●

2G Mains Plate 177-2639●

4 Module Empty Data Plate 177-2638●

RJ45 Module 177-2637●

VGA Module 177-2642●

VGA + Audio Module 177-2640●

VGA + USB Module 177-2641●

Price Each

Order Code 1+ 10+

177-2634●

Price Each

Description Order Code 1+ 25+ 50+ 100+

Scart Socket to Socket 
AV IN/OUT 426-0715

Scart Plug to 3 RCA Phono Sockets - Audio/Video/ In/Out
Video OUT 371-2989
Video IN 371-2990

Scart Plug to 2 RCA Phono Sockets
Audio OUT 371-2977

Cable Kit with Wall Box

Solderless VGA Module

Multimedia Floor Box System

Phono (RCA) Adaptor

Price Each

Socket Plug Order Code 1+ 10+ 50+ 100+

Gold Plated Adaptor
3.5mm Stereo 6.35mm Stereo 371-3120

Adaptor (Plastic Body)
3.5mm Stereo 6.35mm Stereo 371-2886
3.5mm Stereo 2.5mm Stereo 426-0557●

Complete Metal version
3.5mm Stereo 6.35mm Stereo 371-2898

Order Code Order Code
3.5mm Socket to Socket, 3 pole 426-0545 6.35mm jack to 3.5mm plug, 3 pole 152-395
Phono socket to phono socket 152-393 2 x Phono sockets to 3.5mm plug, 3 pole 176-4406
3.5mm plug to 6.35mm jack, 3 pole 152-394

600998.525898

246846

End A (Trailing) 129-8223 129-8224

Price Each

Order Code 1+ 25+ 50+ 100+

152-393●

152-394●

152-395●

176-4406●

426-0545

Jack Type Adaptors

601003.539639

447691.439474

Scart Adaptors

A range of Scart to Phono
plug adaptors for use
with audio/video connec-
tions.

203916

A range of Jack type
adaptors suitable foa
range of audio con-
nections.

Price Each

Description Order Code 1+ 5+ 10+

Faceplate and Cable Assemblies - 10 m 129-8223
Faceplate and Cable Assemblies - 15m 129-8224

Ì Cable supplied with kits are in 10M or 15M lengths
Ì 1xVGA cable, male to male
Ì 1x3.5mm mini jack, male to male
Ì 1x3 phono

A floor box system that removes the need for
wallplates and trailing cables giving a safe and
neat solution to audio, data, networking and
mains outlet installations in classrooms, offices,
commercial buildings and studios. The system
consists of an empty floor box that can be pop-
ulated with AV, data and mains points as required
to allow a custom solution to be easily created.

Ì Ideal for use with VGA cables when install-
ing faceplates for wall or floor mount

Ì Incorporates a HD 15W female D type and
rear screw terminals for quick and easy in-
stallation on site

Jack/Phono Adaptors

246840

Options include:-
Ì Galvanised hinged floor box (303 x 221 x 86mm) with heavy duty plastic trim & carpet

recess
Ì 2 gang mains outlet
Ì 4 port blank RJ plate
Ì Snap in Cat5 module
Ì Angled plate with 2 x VGA sockets
Ì Angled plate with 1 x VGA, 3 x phono & 1 x 3.5mm sockets
Ì Angled plate with 1 x VGA, 1 x USB Type B & 1 x USB Type A sockets

NB - the floor box has a 3 Plate capacity (2 x AV plate modules can be fitted into 1 plate
space) 246852

Ì Numbered screw terminals
Ì Supplied complete with a clear, easy to use wiring diagram

449953.411464

A time and cost saving cable assembly and faceplate, predominantly for installing interac-
tive whiteboards, but also suitable for large screens and other PC based multimedia sys-
tems. 

Ì Faceplate and sockets with cables terminating in plugs (see table below)
Ì Connects interactive whiteboard, projector, PC and speakers
Ì PC or Laptop connects directly to the faceplate
Ì Brushed steel faceplate mounts on a standard 2 Gang electrical back box (surface box

supplied)
Ì Faceplate connections clearly marked 

KEY to diagram:
Green Box: Faceplate. All the leads from the projector, speakers and the interactive White-
board are terminated here for easy connection to a PC. See faceplate schematic for con-
nection details.
Blue Dotted Line: The speakers are terminated at the faceplate. The cable is typically run
behind the board and then through the trunking to the faceplate. 
Orange Dotted Line: The whiteboard is connected to the faceplate either by USB or serial
interface. This is routed through the trunking to the faceplate.
Pink Dotted Line: The desktop PC or Laptop can be connected directly to the faceplate.
Green Dotted Line: All connections from the projector are extended to the faceplate. All
cables are protected by mini trunking. 
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Adaptors - continued

Scart Adaptors - continued

Mftrs. Adaptor
2409MHD Mini Display Port M to HDMI Socket 208-2927
2409MDV Mini Display Port M to DVI Socket 208-2928
2409MVG Mini Display Port M to VGA Socket 208-2929

2409MHDC Mini Display Port M to HDMI Socket with Zinc Moulding 208-2930
2409MHDCA Mini Display Port M plus USB 2 HDMI Socket 208-2931
2409MDVC Mini Display Port M to DVI Socket with Zinc Alloy Moulding 208-2932

Mftrs. Price Each

List No. Adaptor Type Order Code 1+ 5+ 10+

2409HD Adaptor - Display Port M to HDMI Socket 208-2918●

2409DV Adaptor - Display Port M to DVI Socket 208-2919●

2409DVC Cable - Display Port M to DVI Socket 208-2920●

2409VGC Cable - Display Port M to VGA Socket 208-2921●

Price Each

Order Code 1+ 10+ 25+

127-7661●

Price Each

Description Order Code 1+ 25+ 50+ 100+

Scart Plug to 3 x Phono + 4-pin MiniDIN Socket
Audio/Video IN 426-0594
Audio/Video OUT 371-3271●

Scart Adaptors - Switched
Scart to 3 x Phono Sockets 388-0448●

Scart to 3 x Phono Sockets +

4-pin Mini Din Socket 426-0570●

DVI to VGA Converter

Display Port Adaptors

Price Each

Order Code 1+ 5+ 10+ 25+

186-7786●

Mftrs. Price Each

List No. Order Code 1+ 5+ 10+

2409MHD 208-2927●

2409MDV 208-2928●

2409MVG 208-2929●

2409MHDC 208-2930●

2409MHDCA 208-2931●

2409MDVC 208-2932●

Price Each

Order Code 1+ 5+ 10+ 25+

186-7788●

625923

625924

Mini Display Port Adaptors

A DVI-I 24+5 male to 15-pin HD
VGA female converter.

2409 Series

Price Each

Description Order Code 1+ + +

Mini DP - VGA 177-4258●

Mini DP - HDMI 177-4246●

Mini DP - DVI 177-4247●

2409 Series

Price Each

Description Order Code 1+ + +

DP - HDMI 177-4248●

DP - DVI 177-4249●

DP - VGA 177-4250●

Mini DP (Male) - DP (Female) 177-4251●

TOSLINK Splitter - 1 In 2 Out

447627.345065

The range of adaptors and cables
support the link from a PC featur-
ing the DisplayPort interface to ei-

Mini DisplayPort Adaptors

TOSLINK to 3.5mm Adaptor

Mini display port adaptors with
various VGA, DVI, HDMI and USB
connections designed to connect
devices that feature a mini display

DisplayPort Converters

Ì Mini DP - VGA, HDMI or DVI Adaptors
Ì Cable length = 150mm
Ì Outer cable dia. = 4.8mm

ther HDMI, DVI or VGA type connectors. The VGA adap-
tors features additional conversion form Analogue to
Digital signals.

Price Each

Description Colour Order Code 1+ + +

DP - VGA White 177-4252●

DP - HDMI Black 177-4253●

DP - DVI Black 177-4254●

DP (Male) - Mini DP (Female) White 205-7881●

DP (Male) - Mini DP (Male) White 177-4257●

600925

177-4248

DisplayPort Adaptors

port connector. Supports high definition video as well
as multi channel digital audio.

Ì Features standard 24 pin DisplayPort connector to
HDMI, DVI or VGA connector

Ì Supports pure digital direct HD video and audio from source
Ì High performance cables featuring Mini DisplayPortconnection
Ì Designed to improve digital display connectivity, fully moulded

Ì Ideal for screens featuring digital HDMI, DVI or analogue VGA interfaces

177-4258

177-4249

177-4252

653261

653263

177-4253

177-4246

177-4250

177-4254

177-4247

DP to HDMI, DVI, VGA or Mini DP
Converters

600952

600980

205-7881

177-4251

Ì DP - VGA, HDMI, DVI or Mini DP Adaptors
Ì Cable length = 150mm 
Ì Cable outer diameter = 4.8mm (white), 5mm (Black)

177-4257
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