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Air Preparation

Exelon 72 & 74 Series

Air Motors

Page Page
Pneumatics

Price Each

Gauge Mftrs. List No. Order Code 1+ 4+ 10+ 20+ 50+

0 to 4 bar 18-013-990 711-7991
0 to 10 bar 18-013-989 711-8004

Medium Compressed air
Maximum pressure Transparent bowl: 10psi
Temperature Transparent bowl: -20°C to +50°C
Max flow 1⁄4" 38dm3/s
Max flow 3⁄8" 38dm3/s
Max flow 1⁄2" 100dm3/s
Filter 40μm

Medium Compressed air only
Inlet Pressure 0 to 10bar
Gauge Ports 1/8" bsp
Temperature -20°C to +50°C
Filter 40μm
Max. Flow at 10 bar inlet and 6.3 bar 6.5 dm3/s
outlet pressure with a pressure drop of 1 bar

Gauges

Excelon Price Each

Port Series Mftrs. List No. Order Code 1+ 4+ 10+ 20+

G1/4 72 B72G-2GK-ST3-RMN 701-1374
G3/8 72 B72G-3GK-ST3-RMN 701-1386
G1/2 74 B74G-4GK-AP3-RMN 721-2677

Medium Compressed air only
Inlet Pressure 0.3 to 7 bar
Gauge Ports G 1/8" bsp
Temperature -20°C to +65°C
Max. Flow at 10 bar inlet pressure 7.5 dm3/s
6.3 bar outlet and a pressure drop of 1 bar

Norgren Pneumatics Solenoid Valves . . . . . . . . . . . . . . . . . . . . . . . . 2908
Air Preparation . . . . . . . . . . . . . . . . . . . . . . . . . 2901 Tubing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2907

Vacuum Pumps . . . . . . . . . . . . . . . . . . . . . . . . . 2906 Additional Products
SMC Pneumatics Air Connectors . . . . . . . . . . . . . . . . . . . . . . . . . 2909

Air Preparation . . . . . . . . . . . . . . . . . . . . . . . . . 2907 Gauges . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2911
Instrumentation . . . . . . . . . . . . . . . . . . . . . . . . . 2909 Miniature Pilot/Poppet Valves . . . . . . . . . . . . 2911
One Touch Fittings . . . . . . . . . . . . . . . . . . . . . . 2906 Vacuum Pumps . . . . . . . . . . . . . . . . . . . . . . . . . 2906

Order Code 173-8396 173-8397
Mftrs. List No. 930.15.A.FAR 930.35.A.FAR

Metric Imperial Metric Imperial
Speed Range (rpm) 200 - 800 200 - 800 150 - 700 150 - 700
Torque @ 200 rpm / 6.9 bar (100 psi) 2.79N-m 24.7 in.lb 9.9N-m 87 in.lb
Torque @ 700 rpm / 6.9 bar (100 psi) 1.66N-m 14.7 in.lb 4.6N-m 41 in.lb
Max. Air consumption @ 700 rpm / 6.9 bar 9.7m³/h 5.7 f3/min 21.6m³/h 12.7 f3/min
Shaft Diameter 10mm 0.394" 12.7mm 0.5"
Weight 1.5kg 3.3 lb 3.75kg 8.27 lb
Ports 1/8" BSP 1/8" BSP 1/4" BSP 1/4" BSP

Mftrs. Price Each

Port List No. Order Code 1+ 4+ 10+ 20+ 50+

1/8 B07-101-A3KG 701-1167
1/4 B07-201-M3KG 327-5735

For mounting bracket use Order Code 701-1301

Excelon Filter Regulator Lubricator

205214

Speed Mftrs. Price Each

Size Range List No. Order Code 1+

Air Motors
Size 1 200RPM to 800RPM 930.15.A.FAR 173-8396●

Size 3 150RPM to 700RPM 930.35.A.FAR 173-8397●

Mounting Parts
Size 1 Foot Base Mounting Plate 945.10.B.FAR 173-8398●

Size 1 Flange Mounting Plate 945.10.C.FAR 173-8399●

Size 3 Foot Base Mounting Plate 945.30.B.FAR 173-8400●

Size 3 Flange Mounting Plate 945.30.C.FAR 173-8401●

Servicing Kits
Size 1 909.15.FAR 173-8402●

Size 3 909.35.FAR 173-8403●

Mftrs. Price Each

Port List No. Order Code 1+ 4+ + + +

G 1/8 R07-100-RNKG 701-1052
G1/4 R07-200-RNKG 327-5723

For mounting bracket use Order Code 701-1301

Air Motors - Dynatork

72 and 74 Series

Ì Dual calibrated dials, available for direct
mounting

Ì Choice of pressure ranges
Ì Conform to BS 1780: Part 2, Industrial

Class 2
Ì For use with 07 Series air line equipment
Ì 1⁄8" BSP ports

Regulator

Sold without a gauge: please order separately. Use series 72 or 74 Quik-
Clamps for modular connection into a system or use the internal thread.

Filter Regulator

Gauge

205445

541556

205453

Ì Ported regulators for general purpose
pneumatic applications

Ì Relieving operation as standard
Ì Non-rising adjusting knob has Snap-

Action Lock

205446

The Huco Dynatork air motor is based on a unique free-floating piston design that is capa-
ble of precise position control. Maximum torque is transmitted on start-up and this can be
adjusted to fine limits by standard air-flow valves. This design makes the Huco Dynatork
motor perfect for stop/start applications, under load. 
The air motor is designed for ease of maintenance. The life of these motors can be extend-
ed almost imdefinitely by changing the pistons and seals at regular service intervals.

Ì Robust, corrosion resist-
ant aluminium body

Ì Lightweight construction
Ì Low air consumption.
Ì High torque output

Ì Filter-regulators for all general purpose pneumatic applications
Ì High performance design provides high flow with minimum pressure

drop
Ì Non-rising adjusting knob has Snap-Action Lock
Ì Standard options include non-relieving models, metal bowls and al-

ternative pressure ranges
Ì Easy to remove bowl reduces down-time
Ì Order gauge and mounting bracket separately

Ì Excelon design allows in-line installation or modular installation with
other Excelon products

Ì High efficiency water and particle removal
Ì Quick-release bayonet bowls
Ì Push-to-lock adjusting knob with tamper-resistant accessory
Ì Supplied with semi-automatic drain as standard

Ported regulator

Ì Flexible mounting
options

Ì Easy maintenance

Ì Options include non-relieving models and alternative
spring ranges

Ported Filter-regulator

Excelon 72 - 
Filter/Regulator

Ì Energy efficient
Ì Low noise
Ì For use in clean areas
Ì Non-lubricated air supply
Ì Controllable speed and torque

Free Floating Piston

Size 1 - H = 103,
W = 114, D =

134mm

Size 3 - H =
173, W = 199,
D = 203mm
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Silencer, Fittings and Accessories

Olympian Plus 64 Series

Exelon 72 & 74 Series - continued

Mftrs. Price Each

List No. Order Code 1+ 4+ 10+ 20+ 50+

BL64-401 701-1933

Medium Compressed air
Operating Pressure 18 bar
Temperature Maximum 80°C

Size (") Noise level at 6bar dB(A) Size (") Noise level at 6bar dB(A)

1/8 75 1/2 88
1/4 78 Noise level measured at 1m
3/8 84

Medium Compressed air, filtered, Operating pressure 1 to 10 bar
lubricated or non-lubricated, (2 to 10 Bar for M5)
inert gases Temperature -20°C to +80°C

(15°C to + 60°C for M5)

Medium Compressed air Max flow 1⁄4" 35dm3/s
Maximum Pressure 20 bar Max flow 3⁄8" 35dm3/s
Pressure Range 0.3 to 10 Bar Max flow 1⁄2" 105dm3/s
Temperature -20°C to +65°C

O/D I/D Price Each

mm mm Mftrs. List No. Order Code 1+ 4+ 10+ 20+

Natural
4 2.5 PU0004030C 701-7522
6 4 PU0006030C 701-7534
8 5.5 PU0008030C 701-7546

Black
6 4 PU0706030C 314-3429
8 5.5 PU0708025C 314-3430
10 7 PU0710030C 314-3442

Blue
8 5.5 PU0508025C 314-3480
10 7 PU0510030C 314-3491

Red
6 4 PU0106025C 314-3533

Polyurethane Tubing

Mftrs. Price Each

Thread List No. Order Code 1+ 4+ 10+ 20+

M5 T1000M0500 706-6200
1/8 T1000C1800 701-0047
1/4 T1000C2800 701-0059
1/2 T1000C4800 706-6211

Olympian Plus FRL 1⁄2"

Excelon Price Each

Port Series Mftrs. List No. Order Code 1+ 4+ 10+ 20+ 50+

G1/4 72 R72G-2GK-RMN 701-1404
G3/8 72 R72G-3GK-RMN 701-1416
G1/2 74 R74G-4GK-RMN 721-2707

Mftrs. Price Each

Gauge List No. Order Code 1+ 4+ 10+ 20+ 50+

0 to 4 bar 18-013-990 711-7991
0 to 10 bar 18-013-989 711-8004

Type Medium Operation Port Operation Pressure Switching
Size Pressure Differential Pressure

04015600 Compressed air, Adjustable G1/8 1 to 10bar 0.2 to 0.7 bar N/A
filtered, lubricated
and non-lubricated

M/1339 As above Non-adjustable G1/8 2 to 10bar N/A 20.5 bar

Mftrs. Price Each

Thread List No. Order Code 1+ 4+ 10+ 50+ 100+

1/8 T40B1800 701-0564
1/4 T40B2800 701-0576
3/8 T40B3800 701-0588
1/2 T40B4800 701-0590

Flow Control Valve

Gauge

Polyurethane Tubing (PU Series)

Excelon Regulator

Exhaust Silencer

Nylon Tubing (PA Series)

Mftrs. Price Each

Type List No. Order Code 1+ 4+ 10+ 20+

M/1339 701-0540
04015600 701-0552

627878

Pressure Switch

204962

627879

72 and 74 Series

205215

Ì Complete air processing unit
Ì Pre-assembled and ready to install
Ì Filter/regulator and lubricator complete with shutoff valve, pres-

sure gauge and mounting brackets
Ì Safety exhausting shut-off with lockout, Micro-fog lubricator
Ì Easy to install - Simply mount the unit, connect the pipework

and screw in the gauge

Sintered Bronze Silencers

205418

Ì All tubing can be used with the range of tube fit-
tings shown in this catalogue

Ì 30m coils

Sold without a gauge: please order separately. Use series 72
or 74 QuikClamps for modular connection into a system or
internal thread.

Ì Very flexible
Ì 30m coils
Ì Medium compressed air use
Ì 9 bar maximum operating pressure
Ì Maximum operating temperature 60°C

Ì Dual calibrated dials, available for direct
mounting

Ì Choice of pressure ranges
Ì Conform to BS 1780: Part 2, Industrial Class

2
Ì Ideal for use with Excelon 72 and 74 Series

air preparation units
Ì 1⁄8" BSP port

Boxed Set

Ì Compact size / low weight / in-line units
Ì High flow performance
Ì Suitable for panel and wall mounting
Ì Adjustment lockable
Ì Captive regulator needle will not blow out when un-

screwed
Ì Adjusting knob position line

205442

Adjustable Pressure Switch - 04015600
Ì Wide pressure adjustment range
Ì Simple installation
Ì Can be adjusted in situ
Ì Robust construction
Ì Can be wired for normally open or

normally closed operation

Nylon tubing

Fixed Pressure Switch - M/1339
Ì For use in many applications where an

electrical signal is required in response to a
pneumatic signal

Block Form Flow Regulators

Gauge

Ì Reduces noise levels from pneumatic equip-
ment

205454

Ì Can be wired for normally open or
normally closed operation

Ì Long life expectancy
Ì Fixing screws supplied

Ì Screws into the exhaust port
Ì Prevents the ingress of dirt
Ì Maximum pressure 10 bar

Ì Balanced valve design for optimum pressure control
Ì Standard relieving models allow reduction of

downstream pressure when the system is dead-
ended

Ì Push-to-lock adjusting knob with tamper-resist-

224638

ant accessory

Pressure Switch

Excelon 72 and 74 
- Regulator

Ì Excelon design allows in-line or modular installation
Ì Full flow gauge ports
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Push-In Fittings (Pneufit C)

Price Each

Order Code 1+ 5+ 10+

312-7941

O/D I/D Price Each

mm mm Mftrs. List No. Order Code 1+ 4+ 10+ 20+

30m Coils, Black
4 2.5 PA0704030C 314-3259

10 7.5 PA0710030C 314-3284

30m Coils, Blue
6 4 PA0506030C 314-3314
8 6 PA0508030C 314-3326

O/D Tube Mftrs. Price Each

(mm) List No. Order Code 1+ 10+ 50+ 100+ 500+

4 C00820400 352-0304
6 C00820600 352-0316
8 C00820800 352-0328

10 C00821000 352-0330

O/D Tube BSP Mftrs. List Price Each

(mm) Taper No. Order Code 1+ 10+ 50+ 100+ 500+

4 1/8 C02470418 352-0110
6 1/8 C02470618 352-0134
6 1/4 C02470628 352-0146
8 1/4 C02470828 352-0158
8 3/8 C02470838 352-0160
10 3/8 C02471038 352-0171

Mini Tube and Hose Cutter

O/D Tube BSP Mftrs. List Price Each

(mm) Taper No. Order Code 1+ 10+ 50+ 100+ 500+

4 1/8 C01470418 351-9892
4 1/4 C01470428 351-9909
6 1/8 C01470618 351-9910
6 1/4 C01470628 351-9922
6 3/8 C01470638 351-9934
8 1/4 C01470828 351-9946
8 3/8 C01470838 351-9958
10 3/8 C01471038 351-9960

O/D Tube Mftrs. Price Each

(mm) List No. Order Code 1+ 10+ 50+ 100+ 500+

4 C00600400 351-9855
6 C00600600 351-9867
8 C00600800 351-9879

10 C00601000 351-9880

O/D Tube Mftrs. Price Each

(mm) List No. Order Code 1+ 10+ 50+ 100+ 500+

4 C00200400 351-9740
6 C00200600 351-9752
8 C00200800 351-9764

10 C00201000 351-9776

Push In Fittings - Pneufit C

Push In Fittings - Pneufit C 

Push In Fiitings - Pneufit C

Push In Fittings - Pneufit C

Ì ABS bodied tube/hose cutter
Ì Tube/hose capacity of 12.7mm O.D

Push In Fiitings - Pneufit C

Price Each

Type Order Code 1+ 10+ 50+

Tube Cutter Type MRS-1
L146.2450 429-3150

Tube Cutter Gripper Type MRS-2-B
L146.2461 429-3162

Spare Blades for Tube Cutter Gripper
L146.2466 429-3174

Push In Fittings - Pneufit C 

Tee Connector

Tube Cutter

Straight Stem Adaptor - BSPT Thread

Parallel Y Connector

Swivel Tee Adaptor - BSPP Thread

229568

Swivel Elbow - Taper Thread

Straight Connector

229572

Tube Cutter Type MRS-1
Ì for tubes in PE, PP, PU and PVC-Schläuchen with

max. Dia. of 14mm
Tube Cutter Gripper Type MRS-2-B
Ì for tubes in plastic and polyamidwith max. outside

Dia. of 28mm
includes:
a) Tube Cutter b) Case

229589

627885

229576

229582

249979
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Swivel Elbow Adaptor

Swivel Elbow Adaptor

Straight Adaptor

Straight Adaptor

Bulkhead Connector

Elbow Connector

Push-In Fittings (Pneufit)

Straight Stem Adaptor - BSPT Thread - continued

Push In Fittings - Pneufit C - continued

Push-In Fittings (Pneufit C) - continued

Pneufit Swivel Elbow Adaptor

Pneufit Straight Adaptor

O/D Tube Mftrs. Price Each

(mm) BSPT List No. Order Code 1+ 10+ 50+ 100+ 500+

4 1/8 C01250418 352-0821
6 1/8 C01250618 352-0833
6 1/4 C01250628 352-0845
8 1/8 C01250818 352-0857
8 1/4 C01250828 352-0869
8 3/8 C01250838 352-0870

10 1/4 C01251028 352-0882
10 3/8 C01251038 352-0894

Pneufit Swivel Elbow Adaptor

Pneufit Strait Adaptor

205469

Pneufit Elbow Connector

O/D BSPP

Tube or Mftrs. Price Each

(mm) Metric List No. Order Code 1+ 10+ 50+ 100+ 500+

4 M5 C02250405 352-0640
4 1/8 C02250418 352-0651
6 M5 C02250605 352-0663
6 1/8 C02250618 352-0675
6 1/4 C02250628 352-0687
8 1/8 C02250818 352-0699
8 1/4 C02250828 352-0705

10 1/4 C02251028 352-0729
10 3/8 C02251038 352-0730
10 1/2 C02251048 352-0742

O/D Tube Mftrs. Price Each

(mm) Thread List No. Order Code 1+ 10+ 30+ 50+

4 M10 x 1 100290400 719-4640
6 M14 x 1.5 100290600 701-2561
8 M16 x 1.5 100290800 701-2573

204949

205474

205475

205472

205470

Push In Fittings - Pneufit C 

O/D Tube BSP Mftrs. Price Each

(mm) Taper List No. Order Code 1+ 10+ 30+ 50+ 100+

4 1/8 101470418 701-4399
6 1/8 101470618 701-4405
6 1/4 101470628 701-4417
8 1/8 101470818 701-4429
8 1/4 101470828 701-4430
10 1/4 101471028 701-4442
10 3/8 101471038 701-4454

O/D Tube Metric & Mftrs. Price Each

(mm) BSPP List No. Order Code 1+ 10+ 30+ 50+ 100+

4 M5 102250405 701-4922
4 1/8 102250418 701-4934
6 1/8 102250618 701-4946
6 1/4 102250628 701-4958
8 1/8 102250818 719-4810
8 1/4 102250828 701-4960

10 1/4 102251028 701-4983
10 3/8 102251038 701-4995

O/D Tube BSP Mftrs. Price Each

(mm) Taper List No. Order Code 1+ 10+ 30+ 50+ 100+

4 1/8 101250418 701-3000
6 1/8 101250618 701-3012
6 1/4 101250628 701-3024
8 1/8 101250818 701-3036
8 1/4 101250828 701-3048
8 3/8 101250838 701-3050

10 1/4 101251028 701-3061
12 1/2 101251248 701-3073

O/D Tube Mftrs. Price Each

(mm) BSPP List No. Order Code 1+ 10+ 30+ 50+ 100+

4 1/8 102470418 701-5124
6 M5 102470605 707-0202
6 1/8 102470618 701-5136
6 1/4 102470628 719-4900
8 1/8 102470818 701-5148
8 1/4 102470828 701-5150

10 3/8 102471038 701-5161

O/D Tube Mftrs. Price Each

(mm) List No. Order Code 1+ 10+ 30+ 50+ 100+ 500+

6 100400600 701-2652
8 100400800 701-2664
10 100401000 701-2676
12 100401200 701-2688

Straight Stem Adaptor - BSPP or Metric Thread

229591

229590
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Full-Bore Ball Valves

Female/Female Ball Valves

Male/Female Ball Valves

BSP Hose Fitting

60 Series Ball Valves

Ball Valves

Straight Stem Adaptor
224641

O/D Stem O/D Tube Mftrs. Price Each

(mm) (mm) List No. Order Code 1+ 10+ 30+ 50+ 100+

6 4 100230604 701-2378
8 4 100230804 719-4511
8 6 100230806 701-2380
10 6 100231006 701-2391
10 8 100231008 701-2408
12 6 100231206 701-2410

Max.

Female Working

/Male Pressure Mftrs. Price Each

BSP Bar List No. Order Code 1+ 4+ 10+ 20+

G1/8 10 601112218 702-1410
G1/4 10 601112228 702-1422
G1/2 10 601112248 702-1446

Max.

Working

Female Pressure Mftrs. Price Each

BSP Bar List No. Order Code 1+ 4+ 10+ 20+ 50+

G1/4 10 601112128 702-1380
G3/8 10 601112138 702-1392
G1/2 10 601112148 702-1409

Pneufit Straight Stem Adaptor

Unequal Stem

Ball Valve

60 Series Ball Valves

60 Series: Gas Approved Full Bore Female/Female Ball Valve

BSP and Hose Fittings Range

60 Series: Standard Full Bore (Female) Ball Valve

Features:
Bright nickel-plated.
Corrosion-resistant.
Compact design.
1⁄8" up to 1⁄2" BSP threads. Washer in-
cluded where necessary.

204982

204981

204980

Features:
Precision-engineered shut-off valves.
Minimum resistance to fluid flow.
Positive quick open/shut action.
Flow in either direction (except exhaust type).

205468

204951

Max.

Working

Female Pressure Mftrs. Price Each

BSP Bar List No. Order Code 1+ 4+ 10+ 20+

G1/4 55 604112128 702-1458
G3/8 50 604112138 702-1460
G1/2" 45 604112148 702-1471
G3/4 40 604112168 702-1483

60 Series Reduced Bore, Female/Female Ball Valves

Max.

Working

Female Pressure Mftrs. Price Each

BSP Bar List No. Order Code 1+ 4+ 10+ 20+

G1/4 45 602112128 702-1501
G3/8 40 602112138 702-1513
G1/2 35 602112148 702-1525
G3/4 30 602112168 702-1537
G1 25 602112188 702-1549

Technical Details:
Medium: Compressed air, inert gases, water, oils and
many hydrocarbon derivatives depending upon valve
seat material.
Operating Pressure: Refer to information tables.
Operating Temperature: Refer to information tables.

Pneufit Push-in Unequal Stem

O/D Stem BSP Mftrs. Price Each

(mm) Taper List No. Order Code 1+ 10+ 30+ 50+ 100+

4 1/8 101150418 701-5630
6 1/8 101150618 701-5641
6 1/4 101150628 701-5653
8 1/4 101150828 701-5677

Technical Data
Medium: Compressed air or any fluid compatible with the tubing type used.
Operating pressure: Generally limited by tubing specification except where plastic sealing
washers are used (M5 units). In these cases pressure is limited to 18 bar.
Temperature: Generally limited by tubing specification except where plastic sealing wash-
ers are used (M5 units). In these cases temperature is limited to 70°C.

Materials:
60 Series: Nickel-plated brass to UNI-5705-65, chromium-plated brass, zinc-plated steel,
PTFE seats and nitrite or viton rubber seals.
Port Size: G1⁄8, G1⁄4, G3⁄8, G1⁄2, G3⁄4, G 1, G11⁄4, G 11⁄2, G2, G3, G4.

Materials:
Bar parts - brass to BS 2874: 1986 (CZ 121) bright nickel-plated.
Stamped parts - brass to BS 2872: 1969 (CZ 122), bright nickel-plated.
Copper sealing washers (Delrin for M5 items). Tube Sizes 1⁄8", 1⁄4", 3⁄8", 1⁄2" BSP.

205227

BSP Hose Fittings
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Vacuum Pumps

One Touch Fittings

BSP Hose Fitting - continued

Compression Fittings

BSP and Hose Fittings Range - continued

KQ2 Series

SWP
(Bar) Length Mftrs List No.

128 10m coil CS6004010
112 10m coil CS6006010
81 10m coil CS6008010
81 3m straight CS6012003

Mftrs. Price Each

Size List No. Order Code 1+ 4+

3 m3h VTE3,230/1/50 702-5440●

6 m3h VTE6,230/1/50 702-5452●

BSP Price Each

Taper Mftrs. List No.Order Code 1+ 5+ 10+ 20+ 50+

Straight Nipple - BSP Taper
1/8 150201818 702-0442
1/4 150202828 702-0454
3/8 150203838 702-0466
1/2 150204848 702-0478

Male / Female Elbow - Male BSP to Female BSPP
1/8" 150430018 702-1343
1/4" 150430028 702-1355
3/8" 150430038 702-1367
1/2" 150430048 702-1379

Reducing Connector - Male BSPT to Female BSPP
1/8" 150232818 702-0302
1/8" 150233818 702-0314
1/4" 150233828 702-0326
1/4" 150234828 702-0338
3/8" 150234838 702-0340

Hose Adaptor - Male BSP to Bore Size
1/4 BSP - 1/4" 301170428 702-0510
1/2 BSP - 3/8" 301170648 702-0533
1/2 BSP - 1/2" 301170748 702-0545

Tee Female - Female BSPP
1/8" 160620018 702-0570
1/4" 160620028 702-0582
3/8" 160620038 702-0594
1/2" 160620048 702-0600

BSP Plug - Female BSPP
1/8 150050018 702-0703
1/4 150050028 702-0715
3/8 150050038 702-0727
1/2 150050048 702-0739

O/D Tube Mftrs. Price Each

(mm) List No. Order Code 10+ 50+ 250+ 500+

Tube Nut - O/D (mm)
4 36050002 701-7601
6 36050004 701-7613
8 36050005 701-7625

10 36050006 701-7637

Tubing Sleeve - O/D (mm)
4 36050102 701-7765
6 36050104 701-7777

10 36050106 701-7790
12 36050107 701-7807

Adaptors - O/D Tube (mm) to Male BSPP
4 - 1/8 36053002 701-7820
6 - 1/8 36053004 701-7832
6 - 1/4 36053010 701-7844
8 - 1/8 36053005 701-7856
8 - 1/4 36053011 701-7868

10 - 1/4 36053012 701-7881

Nippled Connector - BSPP Taper
1/8 36063301 719-7949
1/4 36063302 719-7950
1/2 36063304 719-7974

Dry-Running Vacuum Pumps

Tube Price Each

O.D. (mm) Thread Mftrs. List No. Order Code 1+ 10+ 50+

Female Union - Tube OD to Thread
4 1/8" KQ2F04-01 362-7494
4 1/4" KQ2F04-02 362-7500
6 1/8" KQ2F06-01 362-7512
6 1/4" KQ2F06-02 362-7524
6 3/8" KQ2F06-03 362-7536
8 1/4" KQ2F08-02 362-7550
8 3/8" KQ2F08-03 362-7561
10 1/4" KQ2F10-02 362-7573

Male Elbow - Tube OD to Thread
9.3 M5 x 0.8 KQ2L04-M5 362-7627
4 1/8" KQ2L04-01S 362-7639
6 M5 x 0.8 KQ2L06-M5 362-7652
6 1/8" KQ2L06-01S 362-7664
6 1/4" KQ2L06-02S 362-7676
8 1/8" KQ2L08-01S 362-7690
8 1/4" KQ2L08-02S 362-7706
10 1/4" KQ2L10-02S 362-7731

Female Elbow - Tube OD to Thread
6 1/8" KQ2LF06-01 362-7834
6 1/4" KQ2LF06-02 362-7846

Union Tee - Tube OD
4 KQ2T04-00 362-8000
6 KQ2T06-00 362-8012
8 KQ2T08-00 362-8024
10 KQ2T10-00 362-8036

Enot Range of Compression Fittings

O/D I/D Mftrs. Price Each

mm mm List No. Order Code 1+ 4+ 10+ 50+

4 2.8 CS6004010 702-0247
6 4.4 CS6006010 702-0259
8 6.4 CS6008010 702-0260

1+ 10+ 20+ 50+ 100+

12 9.6 CS6012003 702-0284

627887

Copper Tubing

One Touch Fittings
Features
Wide range of types and sizes.
Rugged and durable.
Suitable for use under extreme condi-
tions of temperature and pressure.
Ideal for most general industrial applica-
tions.

204971

The VTE pumps are small, dry running rotary vane vacuum
pumps. Compact, easy to build into machines. Very low
noise level with corrosion proof rotors. Vacuum connections
can be fitted onto the top or front of the unit. Exhaust silen-
cer is fitted as standard. Two versions are available at 3m3h
and 6m3h capacity. Ultimate vacuum is 150mbar (abs).

Technical Data
Medium: compressed air or any fluids compatible with copper tubing.
Operating Pressure: The maximum working pressure is limited by the type of tubing used.
For copper tubing 81 - 128 bar depending on diameter. Materials
Brass to BS 2874: 1986 (CZ121) for tubing nut sleeve and body manufactured from bar.
Brass to BS 2872: 1969 (CZ122) for body manufactured from stamping.
Tube Sizes 4,6,8,10,12 mm O/D

Ì Wide range of pressures
Ì Minimised resistance to air flow
Ì Wide range of configurations available
Ì Thread for piping that reduces the screw-in time
Ì A ridge shape has been created as a Uni-thread for

common applications

Single Phase

Ì All tubing can be used with compression
fittings shown in this catalogue

Ordering Information
Each tube connection needs a tubing nut and tubing sleeve ordered separately.

627889

Copper Tubing

221823

Enot Compression Fittings
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Pressure Gauges

Air Preparation

Tubing

Model IR1000 IR2000 IR2020

Max. supply pressure Max. 1.0MPa (10.2kgf/cm2)

Min. supply pressure
Above setting pressure

0.005MPa (0.5kgf/cm2)

Setting pressure 0.005 to
0.2 MPa

0.005 to
0.2 MPa

0.005 to
0.8 MPa

Setting sensitivity ±0.2% of full span (Max. setting pressure)

Repeatability ±0.5% of full span (Max. setting pressure)

Ambient temperature -5 to 60°C (No freezing)

Port size Rc (PT) 1/8" Rc (PT) 1/4"

Pressure gauge port size Rc (PT) 1/8" (Two ports)

Weight (g) 140 300

Model TU0425 TU0604 TU0805 TU1065 TU1208
Tube O.D. 4 6 8 10 12
Tube I.D. 2.5 4 5 6.5 8
Max. operating pressure 8bar
Min. bending radius 10 15 20 27 35
Flow factor Cv/metre 0.11 0.39 0.70 1.41 2.45
Operating temperature -20 to 60°C

Price Each

Setting Pressure Mftrs. List No. Order Code 1+ 4+ 10+

0.005 to 0.2MPa IR1000-01B 363-1552
0.005 to 0.2MPa IR2000-02B 363-1564
0.005 to 0.8MPa IR2020-02B 363-1588

Tube Price Each

O.D. (mm) Thread Mftrs. List No. Order Code 1+ 10+ 50+

Plug-in Reducer - Tube OD to Fitting Size
4 6 KQ2R04-06 362-8220
4 8 KQ2R04-08 362-8231
4 10 KQ2R04-10 362-8243
6 4 KQ2R06-04 362-8255
6 8 KQ2R06-08 362-8267
6 10 KQ2R06-10 362-8279

Bulkhead Union - Tube OD to Thread
4 M12 x 1 KQ2E04-00 362-8322
6 M14 x 1 KQ2E06-00 362-8334
8 M16 x 1 KQ2E08-00 362-8346

Bulkhead Connector - Tube OD to Thread
6 1/8 KQ2E06-01 362-8449
6 1/4 KQ2E06-02 362-8450
8 1/4 KQ2E08-02 362-8486

Plug - Tube Size
4 KQ2P-04 362-8541
6 KQ2P-06 362-8553
8 KQ2P-08 362-8565
10 KQ2P-10 362-8577
12 KQ2P-12 362-8589

Male Connector - Tube OD to Thread
4 1/8 KQ2H04-U01 362-8590
6 1/8 KQ2H06-U01 362-8619
6 1/4 KQ2H06-U02 362-8620
6 3/8 KQ2HO6-U03 362-8632
8 1/8 KQ2H08-U01 362-8644
8 1/4 KQ2H08-U02 362-8656
8 3/8 KQ2H08-U03 362-8668
10 1/4 KQ2H10-U02 362-8681
10 3/8 KQ2H10-U03 362-8693
10 1/2 KQ2H10-U04 362-8700
12 1/4 KQ2H12-U02 362-8711
12 1/2 KQ2H12-U04 362-8735

Male Elbow - Tube OD to Thread
12.8 1/4 KQ2L06-U02 364-0711

Ì 3 pressure ranges
Ì 1⁄8 or 1⁄4 connection
Ì 40 or 50mm diameter face

Price Per Reel

Colour Length Mftrs. List No. Order Code 1+ 4+ 10+

8mm O.D. x 5mm I.D.
Red 20m TU0805R-20 364-0802
Clear 100m TU0805C-100 363-0195
Red 100m TU0805R-100 363-0213

10mm O.D. x 6.5mm I.D.
Blue 20m TU1065BU-20 363-0250
Clear 20m TU1065C-20 363-0262
Black 100m TU1065B-100 363-0316
Blue 100m TU1065BU-100 363-0328
Clear 100m TU1065C-100 363-0330
Green 100m TU1065G-100 363-0341
Red 100m TU1065R-100 363-0353

12mm O.D. x 8mm I.D.
Black 20m TU1208B-20 363-0389
Blue 20m TU1208BU-20 363-0390
Clear 20m TU1208C-20 363-0407

Price Per Reel

Colour Length Mftrs. List No. Order Code 1+ 4+ 10+

4mm O.D. x 2.5mm I.D.
Black 20m TU0425B-20 362-9867
Blue 20m TU0425BU-20 362-9879
Clear 20m TU0425C-20 364-0784
Red 20m TU0425R-20 362-9880
Yellow 20m TU0425Y-20 362-9909
Blue 100m TU0425BU-100 362-9922
Yellow 100m TU0425Y-100 362-9971

6mm O.D. x 4mm I.D.
Black 20m TU0604B-20 362-9983
Blue 20m TU0604BU-20 362-9995●

Clear 20m TU0604C-20 363-0006
Green 20m TU0604G-20 363-0018
Red 20m TU0604R-20 363-0020
Yellow 20m TU0604Y-20 363-0043
Black 100m TU0604B-100 363-0055
Blue 100m TU0604BU-100 363-0067
Red 100m TU0604R-100 363-0092

8mm O.D. x 5mm I.D.
Black 20m TU0805B-20 363-0122
Blue 20m TU0805BU-20 363-0134
Clear 20m TU0805C-20 363-0146

230937

Polyurethane Tubing
Precision Regulators

Price Each

Dial Ø Connection Pressure
Range

Mftrs. List No. Order Code 1+ 4+ 10+

40mm 1⁄8 10 bar 4K8-10 363-1497
40mm 1⁄8 2 bar 4K8-2.5 363-1503
40mm 1⁄8 4 bar 4K8-4 363-1515
50mm 1⁄4 10 bar 5K4-10 363-1527
50mm 1⁄4 2 bar 5K4-2.5 363-1539
50mm 1⁄4 4 bar 5K4-4 363-1540

IR Series

TU Series

Ì Compact and lightweight
Ì High relief flow capacity for high balance performance
Ì High setting accuracy
Ì High realised flow
Ì Fine adjustment
Ì Suitable for stand alone use or can be intergrated into an

SMC modular FRL assembly (2000 series)
Ì Pressure gauge mounting front/rear

Ì Flexible tubing
Ì For general industrial air and water applica-

tions
Ì 20m and 100m coils available
Ì 7 colour options

230729

230968



Farnell P 2908 Date: 06-09-12 time:21:38

C = CYAN M = Magenta Y = Yellow B = Black/UKBK1

farnell.com element14.com

39

P
neum

atics

2908

2908

A
utom

ation
Direct Acting 3/2 Solenoid/Spring Valve

5 Port Solenoid Valve

3/2 Direct Acting Solenoid Valve

Solenoid Valves

Solenoid Valves and Manifolds, 5 Port -
SY3000 Series

Pressure Switches

Air Preparation - continued

Base Mounted

SY5000 Series

IS1000 Series

VT307 series

SY100 Series

Ì High flow capacity
Ì Low power consumption
Ì Fast response
Ì Life expectancy over 50 million cycles
Ì L type plug connecter with 300mm cable
Ì Manifolds have 6mm dia one touch ports

Ì Reed switch type design
Ì Compact
Ì Pressure setting made easier by scale plate
Ì Type M sandwiches between air preparation units:

Type E acts as an end connector 

Ì High flow capacity
Ì 24V DC supply
Ì Low power consumption
Ì Fast response
Ì Life expectancy over 50 million cycles
Ì Internal pilot exhaust is standard

Ì 0.5W power consumption
Ì Life in excess of 10M cycles
Ì Compact (10mm body width)
Ì Light weight
Ì Suitable for low vacuum
Ì Modern light colour
Ì Copper free as standard

Ì 1⁄8 or 1⁄4 body ported
Ì Selective porting can provide up to 6 valve

functions

Fluid Air

Ambient & fluid temperature 50°C max.

Response time 10ms (without surge voltage & suppression)

Max. operating frequency 20Hz

Lubrication Not required

Mounting direction Free

Allowable voltage variation ±10%

Cv (effective orifice mm2) 0.008 (0.14)

Operating pressure range 0 - 0.7MPa

234579

Operating pressure 2 position single solenoid 1.5-7.1 kgf.cm2 (0.15-0.7MPa)

2 position double solenoid 1.0-7.1 kgf.cm2 (0.1-0.7MPa)

3 position valve 2.0-7.1 kgf.cm2 (0.2-0.7MPa)

Ambient fluid temperature, °C -10 to 50°C

Max. operating frequency 2 position valve 5Hz

3 position valve 3Hz

Lubrication Not required

Mounting position Free

Response time
(at 5.1kgf/cm2) with lamp and

surge voltage supressor)

2 position single solenoid 18ms

2 position double solenoid 15ms

3 position valve 28ms

Power consumption 24VDC 0.55W with LED

110VAC 1.1VA with LED

Allowable voltage variation ±10%

Flow capacity Cv 0.5

VT307 VT317

Fluid Air

Operating pressure 0-9 Bar

Flow Cv 0.21 0.70

Ambient & fluid temperature Max 50°C

Response time Max. 20ms Max. 30ms

Max. operating frequency 10 Hz

Lubrication Not required

Manual overide Non-locking type

Enclosure Dust proof

Fluid Air
Proof pressure 1.0 MPa
Max. operating pressure 0.7 MPa
Setting range (off) 0.1-0.4 MPa
Differential pressure (Hysterisis) Less than 0.08 MPa
Ambient & fluid temperature 5-60°C
Type of actuation 1a (N.O.)
Switch capacity AC2VA 

Ì
DC2W

Operating voltage (AC,DC) 12V, 24V, 48V, 100V
Max. operating current AC, DC 12V - 48V: 50mA

AC, DC 100V: 25mA
Response time 1.2ms

Mftrs. Price Each

Voltage List No. Order Code 1+ 4+ 10+

Valves
2 Position Single Solenoid 24Vdc SY3140-5LOU-Q 363-6483
3 Position Closed Centre 24Vdc SY3340-5LOU-Q 363-6501
Lead 3m SY100-68-A-30 363-6112

Manifolds - Compact Type
4 Station SS5Y3-41-04-C6F-Q 363-6653
5 Station SS5Y3-41-05-C6F-Q 363-6665
7 Station SS5Y3-41-07-C6F-Q 363-6689

231193

Electrical entry Grommet, DIN terminal

Voltage allowance -15% to +10% of rated voltage

Insulation Class B or equivalent (130°C)

Temperature rise Max. 45°C (when rated voltage is applied)

231782

230977

Mftrs. Price Each

Port Size List No. Order Code 1+ 4+ 10+
1⁄8 IS1000M-2Y-X201-Q 363-1771
1⁄8 IS1000E-201Y-X201-Q 363-1813
1⁄8 IS1000-01-X215 363-1874

Port Mftrs. Price Each

Actuation Size List No. Order Code 1+ 4+ 10+

2 position single 6mm SY5120-5LOU-C6F-Q 363-6355
2 position double 8mm SY5220-5LOU-C8 363-6392
3 position exhaust 8mm SY5420-5LOU-C8 363-6410
Lead 3m SY100-68-A-30 363-6112

231204

Price Each

Voltage Mftrs. List No. Order Code 1+ 4+ 10+

24 VDC SY114-5LOU-Q 363-6069
12 VDC SY114-6LOU-Q 363-6070
6 VDC SY114-VLOZ-Q 363-6094

Accessories
Sub baseSY100-74-1 SY100-74-1 363-6100
LeadSY100-68-A-30 SY100-68-A-30 363-6112

Mftrs. Price Each

Voltage List No. Order Code 1+ 4+ 10+

1/8 Body ported
24V DC EVT307-5DZ-01F-Q 363-6197
240V AC VT307-7DZ-01F-Q 363-6203

1/4 Body ported
24V DC VT317-5DZ-02F-Q 363-6239
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Bulkhead Fitting, Brass

Female Adaptor Brass

Air Connectors

Instrumentation

Miniature Push-In

DP1*1A DP1*2A
Pressure Range -1 to 1bar -1 to 10bar
Operating Voltage 12 - 24V (±10%)
Rated Current Consumption ≤35mA @ 24V supply voltage
Transistor Output 2x PNP, Max. 100mA
Analog Output 1 to 5V 0.6 to 5V
External Input ON: 5V to V+ DC, OFF: ≤0.6V dc
Response Time 2.5ms
Ambient Temperature -10 to 55°C
Material PBT
Protection Classification IP40
Pressure Port M5 female thread + G 1⁄8 male thread
Dimensions 30x30x42.5mm

Miniature Push-In

DP1*1 DP1*2
Pressure Range -1 to 1bar -1 to 1bar
Operating Voltage 12 - 24VDC (±10%)
Rated Current Consumption ≤35mA @ 24V supply voltage
Transistor Output 2x PNP, Max. 100mA
Response Time 2.5ms
Ambient Temperature -10 to 55°C
Material PBT
Protection Classification IP40
Pressure Port M5 female thread + G 1⁄8 male thread
Dimensions 30x30x42.5mm

Mftrs. Price Each

Detection Connector List No. Order Code 1+ 5+ 10+

Pressure Range
-1 to 1bar Connecting Cable, 2mDP-101A-E-P 137-3703●

-1 to 10bar Connecting Cable, 2mDP-102A-E-P 137-3704●

-1 to 1bar M8 Connector DP-111A-E-P-J 137-3708●

-1 to 10bar M8 Connector DP-112A-E-P-J 137-3709●

Mftrs. Price Each

Detection Connector List No. Order Code 1+ 5+ 10+

Pressure Range
-1 to 1bar Connecting Cable, 2m DP-101-E-P 137-3701●

-1 to 10bar Connecting Cable, 2m DP-102-E-P 137-3702●

-1 to 1bar M8 Connector DP-111-E-P-J 137-3706●

-1 to 10bar M8 Connector DP-112-E-P-J 137-3707●

TROUBLESHOOTING TIPS

Digital Pressure Sensor

Digital Pressure Sensor

Mftrs. List No. Ø F P L D E Order Code

RL1-4-M5 4 M5 4 19.3 2.6 9 725-1830
RL1-4-1/8 4 1/8 6 17 3.1 14 725-1853
RL1-4-1/4 4 1/4 8 19 3.1 18 725-1865
RL1-6-M5 6 M5 4 20.9 2.6 11 725-1877
RL1-6-M12X1.5 6 M12 x 1.5 8 22.2 4.1 17 725-1890
RL1-6-1/8 6 1/8 6 20.6 4.1 14 725-1907
RL1-6-1/4 6 1/4 8 19.3 4.1 18 725-1919
RL1-8-1/8 8 1/8 6 24.5 5.2 14 725-1932
RL1-8-1/4 8 1/4 8 24.4 6.2 18 725-1944
RL1-8-3/8 8 3/8 9 21.9 6.2 22 725-1956

475768

Ì 2 digital outputs
Ì Low (-1bar to +1bar ) and high pres-

sure type ( -1bar to +10bar)
Ì Pressure unit can be changed (bar, kPa,

psi, etc.)
Ì High resolution and repeatability
Ì Dual 3-colour display: Current value and

threshold value can be checked at the
same time

Ì Output indicator LED

Price Each

Order Code 1+ 5+ 10+ 20+ 50+

725-1830
725-1853
725-1865
725-1877
725-1890
725-1907
725-1919
725-1932
725-1944
725-1956

Chat online to one of our
technical engineers at farnell.com

475771

Mftrs. List No. Ø F Ch L D I Max Order Code

RL10-4-M11X1 4 M11x1 13 28.6 2.5 11 725-2298
RL10-6-M13X1 6 M13 x 1 16 31.2 4.5 13 725-2304
RL10-8-M15X1 8 M15 x 1 17 33.9 6.5 13.5 725-2316

Mftrs. List No. Ø F Ch P L D E Order Code

RL2-4-1/4 4 1/4 10 8 27.5 3 17 725-1970
RL2-6-1/8 6 1/8 12 7 26.1 5 14 725-1981
RL2-6-1/4 6 1/4 12 8 28.3 5 17 725-1993
RL2-8-1/8 8 1/8 13 7 27.3 7 14 725-2006
RL2-8-1/4 8 1/4 14 8 29.1 7 17 725-2018

DP100A

Male Adaptor Brass

221839

Miniature Push-In

Mftrs. Price Each

Voltage List No. Order Code 1+ 4+ 10+

Manifolds - External Pilot Capable Type
4 Station SS5Y3-42-04-C6F-Q 363-6770
5 Station SS5Y3-42-05-C6F-Q 363-6781
6 Station SS5Y3-42-06-C6F-Q 363-6793
7 Station SS5Y3-42-07-C6F-Q 363-6800
8 Station SS5Y3-42-08-C6F-Q 363-6811

205380

DP100

Price Each

Order Code 1+ 5+ 10+ 20+ 50+

725-1970
725-1981
725-1993
725-2006
725-2018

Ì 1 digital output
Ì analog voltage output or external input

(selectable)
Ì Low (-1bar to +1bar ) and high pressure

type ( -1bar to +10bar)
Ì Pressure unit can be changed (bar, kPa,

psi, etc.)
Ì High resolution and repeatability
Ì Dual 3-colour display: Current value and

threshold value can be checked at the
same time

Ì Output indicator LED

627890

Price Each

Order Code 1+ 5+ 10+ 20+ 50+

725-2298
725-2304
725-2316
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Pneumatic Turbine Vibrator

Vibrators

Equal Tee Technopolymer

Air Connectors - continued

Ì Couplings shut off on disconnection
Ì Interchange with PCL-type couplings and nipples
Ì Higher air flow than other types
Ì 35 bar maximum pressure
Ì Quality engineered
Ì Robust construction

Ì Couplings shut off on disconnection
Ì Extremely high flow
Ì Low pressure drop
Ì Euro standard nipple profile
Ì 35 bar maximum pressure
Ì Quality engineered
Ì Robust construction

Miniature Push-In

Oil Free

Frequency V.P.M. Centrifugal Force Air Consumption/Min.
Type 2 Bar 4 Bar 6 Bar 2 Bar N 4 Bar N 6 Bar N 2 Bar Ltrs. 4 Bar Ltrs. 6 Bar Ltrs.
K 8 24500 31000 35000 180 290 370 83 145 195

K 10 21600 26800 30000 210 320 400 92 150 200
K 13 16000 20800 23600 390 650 850 94 158 225
K 20 10700 14200 16000 760 1340 1700 130 230 340

Price Each

Description Length Mftrs. List No. Order Code 1+ 5+ 10+ 20+

Hose Tail Nipples
1⁄4" Hose Coupling 68mm 10 295 5002 706-8153

BSP Male Nipples
1⁄4" Nipple 52mm 10 295 5152 706-8190
3⁄8" Nipple 52mm 10 295 5154 720-1278

BSP Female Nipples
1⁄4" Nipple 52mm 10 295 5202 720-1291

Mftrs. Price Each

List No. Order Code 1+ 4+ 10+ 20+

K 8 713-5701●

K 10 713-5713●

K 13 713-5725●

K 20 713-5737●

Mftrs. Price Each

Description Length List No. Order
Code

1+ 5+ 10+ 20+

Hose Tail Couplings
1⁄4" Coupling Body 63.2mm 10 320 1002 712-3905
3⁄8" Coupling Body 66.2mm 10 320 1004 712-3917
1⁄2" Coupling Body 64.2mm 10 320 1005 712-3929

BSPT Male Couplings
1⁄4" Coupling Body 59.2mm 10 320 1152 712-3930
3⁄8" Coupling Body - 32
TPI

57.2mm 10 320 1154
712-3942

1⁄2" Coupling Body 51.7mm 10 320 1155 712-3954

BSP Female Couplings
1⁄4" Coupling Body 56.2mm 10 320 1202 712-3966

Hose Tail Nipples
1⁄4" Nipple Insert 42.5mm 10 320 5002 712-3991
3⁄8" Nipple Insert 45mm 10 320 5004 712-4004
1⁄2" Nipple Insert 45.5mm 10 320 5005 712-4016

BSPT Male Nipples
1⁄4" Nipple Insert 39mm 10 320 5152 712-4028
3⁄8" Nipple Insert 41.5mm 10 320 5154 712-4030

BSPT Female Nipples
1⁄4" Nipple Insert 36.5mm 10 320 5202 712-4053
3⁄8" Nipple Insert 38mm 10 320 5204 712-4065

Mftrs. List No. Ø F Ch P L L1 E E1 Order Code

RL34-4-M5 4 M5 8 4 15.5 15.2 9 9.2 725-3485
RL34-4-1/8 4 1/8 12 6 15.5 17.2 14 9.2 725-3497
RL34-4-1/4 4 1/4 14 8 15.5 20.1 18 9.2 725-3503
RL34-6-M5 6 M5 8 4 17.1 16.3 9 11.3 725-3515
RL34-6-1/8 6 1/8 12 6 18.1 18.3 14 11.3 725-3527
RL34-6-1/4 6 1/4 14 8 18.1 21.2 18 11.3 725-3539
RL34-8-1/8 8 1/8 12 6 19.3 19.5 14 13.8 725-3540
RL34-8-1/4 8 1/4 14 8 19.3 22.4 18 13.8 725-3552

320 Series Quick-Connect Coupling

Price Each

Order Code 1+ 5+ 10+ 20+ 50+

725-3485
725-3497
725-3503
725-3515
725-3527
725-3539
725-3540
725-3552

295 CEJN Quick-Connect Coupling

Pneumatic Ball Vibrators

Ì Assists the flow of material from chutes
and hoppers

Ì Prevents objects from locking together
and blocking conveyor systems

Ì Compacts material in containers or
moulds

Ì Separates various sizes of material on
screens

The body is made from an extruded stove enam-
elled aluminium section and fitted with hard
coated aluminium end plates having right and

These units are manufactured with a rustproof extruded alumini-
um body which is fitted hardened steel races on which a steel
ball rotates. Nylon end plates are located on either side to con-
tain the ball and prevent the ingress of dust and water. Inlet and
exhaust ports have standard pipe threads and the units are suita-
ble for temperatures up to 200°C

627901

627898

Mftrs. List No. Ø L L1 D E I I1 Order Code

RL22-4 4 15.8 31.6 2.5 9.2 7.2 14.4 725-3280
RL22-6 6 18.1 36.2 4.2 11.3 8.2 16.4 725-3291
RL22-8 8 20.5 41 6.2 13.8 9.6 19.2 725-3308

Elbow Adaptor Technopolymer

627906

205387

Miniature Push-In

left hands threads, these should only be removed using the correct size face spanner. The
unit is suitable for temperatures of up to 120°C.
This range of turbine vibrators are particularly suitable for use in the food and pharmaceuti-
cal industries where exhaust contaminated with oil is unacceptable.

Ì Assists the flow of materials from chutes and hoppers
Ì Prevents objects from locking together and blocking conveyor systems
Ì Compacts material in containers or moulds
Ì Separates various sizes of material on screens

Price Each

Order Code 1+ 5+ 10+ 20+ 50+

725-3280
725-3291
725-3308

627903

No airline lubrication is required, but clean air is essential.
Frequency V.P.M. Centrifugal Force Air Consumption/Minute

Type 2 Bar 4 Bar 6 Bar 2 Bar N 4 Bar N 6 Bar N 2 Bar Ltrs 4 Bar Litres 6 Bar litres
GT8 36000 42000 46000 563 766 919 46 80 112
GT10 27500 35000 37500 583 946 1086 46 80 112
GT13 26000 30000 33000 1451 1932 2338 120 200 290
GT16 17000 21500 24000 1103 1764 2198 120 200 290
GT20 17000 20000 23000 2014 2787 3686 185 325 455
GT25 12000 15500 17000 1784 2977 3581 185 325 455
GT30 13000 14000 16000 4603 5339 6973 330 530 745
GT36 8000 10000 13000 3060 4781 8080 330 530 745

205356
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Pascolo Digital Manometer

Miniature Pilot/Poppet Valves

INTELLIGENT ONLINE BUYING
SYSTEM PROVIDING

Gauges

The first online technical portal for design engineers

Pressure Range Price Each

ø 40mm Mftrs. List No. Order Code 1+ 5+ 10+ 25+

-1 to 0 1415016026 721-8473
0 to 2.5 1415072042 721-8485
0 to 10 1415075127 721-8497
0 to 25 1415078019 721-8503

ø 50mm
-1 to 0 1425016014 721-8527
0 to 2.5 1425072030 721-8539
0 to 10 1425075092 721-8540

Coil consumption ac
dc 

8.5VA
5W

Temperature range -10°C to +50°C

Coil operating rate ac
dc

85-110%
95-100%

Fluid temperature 50°C max

Orifice size 1.5mm (exhaust 1.8mm)

Pressure Gauges

Log on, research, refine and design

Price Each

Pressure Range Mftrs. List No. Order Code 1+ 5+ 10+ 25+

-1 to 0 bar 1437-016001 679-150
0 to 2.5 bar 1437-072001 679-161
0 to 10 bar 1437-075001 679-173

Rear Entry

Mftrs. List No: A331-1-C2-A73=285-079 A331-1-C2-A7D=285-080 A331-1-C2A7M=285-092

Ì Highly accurate microprocessor controlled digital pres-
sure gauge

Ì Wetted parts of all welded 316L stainless steel
Ì Precision piezo-resistive silicon sensor is very repeata-

ble, linear and has negligible hysteresis
Ì "SENSOBRAIN" Keller ASIC maps sensor characteris-

tics, and eliminates non-linearity and temperature er-
rors

Ì Swivel pressure fitting
Ì Supplied with a brightly coloured bezel and a sober

black one

Complete cost control, reduced
administration time, visibility of your
spend, flexibility and personalised to
your company’s needs.
farnell.com/ibuy

Standard Pressure Gauges

Pressure Range Price Each

ø 40mm Mftrs. List No. Order Code 1+ 5+ 10+ 25+

-1 to 0-1 to 0 1410-016001 679-100
0 to 2.50 to 2.5bar 1410-072001 679-112
0 to 100 to 10bar 1410-075001 679-124
0 to 250 to 25bar 1410-078001 679-136

ø 50mm
-1 to 0-1 to 0 1420016025 721-8345
0 to 2.50 to 2.5bar 1420072024 721-8357
0 to 100 to 10bar 1420075040 721-8369
0 to 1000 to 100bar 1420081016 721-8382

Order Multiple=1 Price Each

Voltage Order Code 1+ 10+ 25+

Valves (including connector)
24Vdc 285-079
110Vac 285-080
240Vac 285-092
Order Multiple=3 3+ 12+ 24+

Plug 146-372

Spare Connector
Without lamp 146-374

Pressure Gauges

1437 Series

627909

Fitting G1/4 Resolution 1 digit
Rating IP68 Total band error ±0.1% (3 digits)
Display ±3000 digits Operating temp 0 - 50°C

Miniature Solenoid Valves

205357

627911

Bottom Entry

Ì Low cost ABS housing
Ì ø 40mm, 1/8" BSP connection
Ì ø 50mm, 1/4" BSP connection, dual scale (bar and psi)
Ì Accuracy class 2.5 to DIN 16005
Ì Brass movement and wetted parts

Pressure Price Each

Range Mftrs. List No. Order Code 1+ 10+ 50+

-1 to 2bar DM/80436-1..2 724-4101
-1 to 30bar DM/80436-1..0..+30 724-4113
0 to 300bar DM/80436-300 724-4125
0 to 700bar DM/80436-700 724-4137

Ì Steel black finish
Ì Chrome plated front ring
Ì Plexiglass window
Ì 63mm Outside diameter
Ì G1⁄4 (1⁄4" BSP) back connection
Ì -20°C to +60°C Temperature operating range
Ì Accuracy class 2.5 to DIN 16005

205354

A range of direct action, 3-way solenoid operated valves singularly mounted with 1⁄8" BSP
ports. By inserting a 146-372 plug (M5 thread) with a 146-373 nylon washer in the venting
port, the valve is converted to a 2-way valve.

The body is manufactured in brass with stainless steel inner parts and nitrile rubber seals
making it ideally suited for controlling the flow of air and other non-corrosive gasses with a
maximum differential pressure of 150psi (10 bar). Electrical connection is by a three pin
DIN 40050 connector which is available separately.

The connector is complete with sealing ring and fixing screw giving protection to
IP65.Connection pins are 6.35mm blade types allowing the connection by ’Fast-On’con-
nectors as an alternative.

227662

Ì Low cost ABS housing
Ì ø 40mm, 1/8" BSP connection
Ì ø 50mm, 1/4" BSP connection, dual scale (bar and psi)
Ì Accuracy class 2.5 to DIN 16005
Ì Brass movement and wetted parts

Connector supplied
H=22, W=58, D=30 (excl blades), D=61 (overall with connector)

Mounting holes=2 x M4 tapped,. Fixing centres=134

Mftrs. Price Each

List No. Order Code 1+ 4+ 10+ 20+

GT8 723-4867●

GT10 723-4879●

GT13 723-4880●

GT16 723-4892
GT20 723-4909
GT25 723-4910
GT30 723-4922
GT36 723-4934

Valve
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